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Speedwell Technologies Pvt. Ltd. is Certified to Prestigious International Standards for Quality Management System,
Environment Management System and Occupational Health and Safety Management System.

1ISO 9001 : 2008 | ISO 14001 : 2004 | OHSAS 18001 : 2007

Since 1982,Speedwell Industries and now known as Speedwell Technologies Pvt. Ltd. has earned the reputation as
Manufacturer of quality electrical components of Bronze, Copper, Brass, Stainless Steel and Aluminum especially for
Grounding, Lightning, Protection, Cable Management Solution & Power Distribution system.

Our three production plants produce over 1200 product variants, ranging in various sizes of components that weigh few
grams to a single casting weighing over 10 kgs. We are able to produce world's best non-ferrous casting components with
prompt verification of new design and repeated product performance.

VALUE PROPOSITION:

Quality:

Speed}\:vell fulfils all regulations set by international standard agencies regarding the design and performance of products and
accessories for Grounding, Lightning, Protection Components, Cable Clamping & Identification system. In addition to
performance, great attention is also paid to our product's ecological footprint. Some of the ranges that carry UL, CSA, BS/EN,
IEEE, RoHS, and REACH approvals.

Offering:
We offer comprehensive range of cable management solutions & Lightning Protection Solutions.

Service and Support:

At Speedwell we believe in sharing our knowledge with our business partners, so as, we can make a properly informed
decision. We help to identify the protection you do (and don’t) need. Our technical support team, engineers and overseas
support executives and distributors world wide ensure proper service & support, address queries if any on time .

Customer De-Light:
At Speedwell we believe in total customer satisfaction.
We are a customer driven company and our customer is on utmost priority, which is reflected in our Product, Service and

Support. Speedwell continues to seek new and innovative ways to manufacture products through our continuos efforts of
upgrading equipment, employee training and internal quality assurance in our quest to deliver the best products within the
market place to our customers.

Value for money pricing:

Over and above, our pricing is very competitive when we map it with the value it offers to the end customer as well as to you.
Longevity of Relationship:

We believe in lasting relationship with our business partners and look forward to grow together making & sustaining our
association with your esteemed organization.

Quality Approval Certificates:
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o7:\:]N |3 Cable Ties Features & Selection Code BSCC 0O

BSCO is a pioneer brand in the field of Cable accessories, having a wide range of of products to provide specific needs for Standard,
LSF, LSOH/LSZH, Fire rated Cables.

Cable Ties:

Cable Ties are fixing devices for bundling or tying of groups of Cables together, securing and / or supporting Cables.

Stainless Steel Cable Ties are available in Metallic (SS 304 & SS 316) grades of Stainless Steel having Chromium > 16%, hence have
adequate resistance to Corrosion.

Free from burrs and similar inconsistencies, and are with smooth edges so as not to damage the cables or to inflict injury to the
installer or user. Ties features of high strength, non-flammability, resistance to corrosion, resistance to UV rays and temperature
extremes makes it well suited for Heavy Industries.

Stainless Steel Cable Ties meets Type 2 requirements of IEC 62275 CABLE MANAGEMENT SYSTEMS - CABLE TIES FOR ELECTRICAL
INSTALLATIONS, retaining 100% declared loop tensile strength after test conditions. Cable Ties are in compliance with RoHS as per Eu
RoHS directive, 2002/95/EC, mitigating risk of noncompliance to national restricted substances regulations and providing legal security
and recognition of spEEdwelL’'s BSCO Clamping range of products.

Can be used in all Indoor and Outdoor areas (General / Harsh & Corrosive Environmental).

Well suited for Oil & Gas, Mining, Petroleum refining and Distribution, Agriculture & Food processing, Pulp & Paper production, Power
and Telecommunication Cabling.

Non Metallic Cable Ties are made of High Quality Virgin Nylon 6.6 Grade.

BSCO STAINLESS STEEL CABLE TIES (Ball Lock, Releasable, Ladder/MultiLock types) Selection Code XX XX X X X
XX XX X X X
1 2 3 4 5
FINISH WIDTH, MM | MATERIAL | INDICATES
BL - BALL LOCK TYPE SS CABLE TIE UC - UNCOATED 4-46 4-SS 304 ;EN§:L§$IE
RL - RELEASABLE TYPE SS CABLE TIE CT - COATED 5-5 6-85316 | o
LT - LADDER TYPE SS CABLE TIE pp - PURE POLYSTER COATED 6-6.35 (MM)
ppa - PPA 571 COATED 7-79
z- SPRING TYPE 9-9.53
10-10
12-12.7
A A A A A
BL
uc
a4
a4
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(o7 \:INSN I IS3S Stainless Steel - Ball Lock Uncoated

Features :

BSCO Ball Lock Ties are Designed with uniquely designed Ball Lock
Head & special design sides and smoothened surfaces assuring
100% Cable protection & Workman Safety.

Self Locking Ties, well suited for network bundling and fastening.
Available in 3 widths: 0.18" (4.6mm), 0.31" (7.9mm) and 0.5" (12.7mm)
Available in SS 304 material grade for general purposes and SS 316
grade for Harsh Corrosive Environments.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.

Easy & fastest installation characteristics with BSCO Ball Lock
mechanism assuring a perfect locking with perfection in bundling
cables.

100% Stainless Steel Cable Ties, Non Magnetic.

Apply by hand or with AT4679, RT2S4679, AT2248

Note : AT2248 is used for all ties upto 4.8 width.

Technical Information
Material

Flammability

Operating Temperature

|—)—| -

: SS 316 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200 hrs)

: SS 304 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV.

: Non Burning

(Flame Retardant)

1-60°C to +500°C

Finish : Metallic
BALL LOCK UNCOATED - 4.6mm WIDTH, SS 304
. Width Length Thickness Max Dia. single Loop | Min. Loop Tensile strength | Package
Part No. Material In mm In mm In mm In mm N Ibs Quantity
BLUC44-100 SS304 0.18 4.6 4 100 0.01 0.25 0.94 24 445 100 100/bag
BLUC44-150 SS304 0.18 4.6 6 150 0.01 0.25 1.58 40 445 100 100/bag
BLUC44-200 SS304 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag
BLUC44-260 SS304 0.18 4.6 10 260 0.01 0.25 2.95 75 445 100 100/bag
BLUC44-300 SS304 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag
BLUC44-360 SS304 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag
BLUC44-450 SS304 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag
BLUC44-520 SS304 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag
BLUC44-680 SS304 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag
BLUC44-840 SS304 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag
BLUC44-1000 SS304 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag
BALL LOCK UNCOATED - 4.6mm WIDTH, SS 316
. Width Length Thickness Max Dia. single Loop | Min. Loop Tensile strength | Package
Part No. Material In mm In mm In mm In mm N Ibs Quantity
BLUC46-100 SS316 0.18 4.6 4 100 0.01 0.25 0.94 24 445 100 100/bag
BLUC46-150 SS316 0.18 4.6 6 150 0.01 0.25 1.58 40 445 100 100/bag
BLUC46-200 SS316 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag
BLUC46-260 SS316 0.18 4.6 10 260 0.01 0.25 2.95 75 445 100 100/bag
BLUC46-300 SS316 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag
BLUC46-360 SS316 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag
BLUC46-450 SS316 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag
BLUC46-520 SS316 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag
BLUC46-680 SS316 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag
BLUC46-840 SS316 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag
BLUC46-1000 SS316 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag
EE @ ll www.speedwellindia.com c@us Rg-ls
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Stainless Steel - Ball Lock Uncoated BSSsC_0C)

BALL LOCK UNCOATED - 7.9mm WIDTH, SS 304

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?‘s:m MaTr:Ma. smgln:n L:}op Min. 'I:loop Tensﬂegr:ngth Ia::l(;l:;g;
BLUC74-100 SS304 0.31 7.9 4 100 0.01 0.25 0.94 24 1112 250 100/bag
BLUC74-150 SS304 0.31 7.9 6 150 0.01 0.25 1.58 40 1112 250 100/bag
BLUC74-200 SS304 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag
BLUC74-260 SS304 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag
BLUC74-300 SS304 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag
BLUC74-360 SS304 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag
BLUC74-450 SS304 0.31 7.9 18 450 0.01 0.25 5.20 132 1112 250 100/bag
BLUC74-520 SS304 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag
BLUC74-680 SS304 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag
BLUC74-840 SS304 0.31 7.9 68 840 0.01 0.25 10.24 260 1112 250 100/bag
BLUC74-1000 SS304 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag

BALL LOCK UNCOATED - 7.9mm WIDTH, SS 316

Py

Part No. Material = Widthrnm — Leng'(hrnrn Ir':'hicknesr:m MaTrI]Z)ia. singltren erop Min. 'I:;Jop Tensilelsl;r:ngth I(’;:\Jcal:;ﬁ;z
BLUC76-100 SS316 0.31 7.9 4 100 0.01 0.25 0.94 24 1112 250 100/bag
BLUC76-150 SS316 0.31 7.9 6 150 0.01 0.25 1.58 40 1112 250 100/bag
BLUC76-200 SS316 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag
BLUC76-260 SS316 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag
BLUC76-300 SS316 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag
BLUC76-360 SS316 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag
BLUC76-430 SS316 0.31 7.9 17 430 0.01 0.25 5.00 127 1112 250 100/bag
BLUC76-520 SS316 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag
BLUC76-680 SS316 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag
BLUC76-840 SS316 0.31 7.9 33 840 0.01 0.25 10.24 260 1112 250 100/bag
BLUC76-1000 SS316 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag

BALL LOCK UNCOATED - 12.7mm WIDTH, SS 304

Part No. Material = Wldthmm — Lengthmm Ir':'hlcknesmsm Ma>:rlli)|a. smgltren chr)]op Min. ’I:loop Tensnelstt)r:ngth E?J(;ﬁﬁ;
BLUC124-100 SS304 0.5 12.7 4 100 0.02 0.4 0.94 24 3115 700 100/bag
BLUC124-150 SS304 0.5 12.7 6 150 0.02 0.4 1.58 40 3115 700 100/bag
BLUC124-200 SS304 0.5 12.7 8 200 0.02 0.4 2.28 58 3115 700 100/bag
BLUC124-260 SS304 0.5 12.7 10 260 0.02 0.4 2.95 75 3115 700 100/bag
BLUC124-300 SS304 0.5 12.7 12 300 0.02 0.4 3.60 91 3115 700 100/bag \
BLUC124-360 SS304 0.5 12.7 14 360 0.02 0.4 413 105 3115 700 100/bag
BLUC124-450 SS304 0.5 127 18 450 0.02 0.4 5.20 132 3115 700 100/bag
BLUC124-520 SS304 0.5 12.7 20 520 0.02 0.4 6.22 158 3115 700 100/bag

BLUC124-680 SS304 0.5 12.7 24 680 0.02 0.4 7.44 189 3115 700 100/bag
BLUC124-840 SS304 0.5 12.7 33 840 0.02 0.4 10.24 260 3115 700 100/bag
BLUC124-1000| SS304 0.5 12.7 39 1000 0.02 0.4 12.20 310 3115 700 100/bag

BALL LOCK UNCOATED - 12.7mm WIDTH, SS 316

Part No. Material = Widthmm = Lengthmm Ir':'hicknes;m MaTrI]Dia. singltren Lr:op Min. ’I;;)op Tensilelit)r:ngth }())?J(;ﬁi%;
BLUC126-100 SS316 0.5 12.7 4 100 0.02 0.4 0.94 24 3115 700 100/bag
BLUC126-150 SS316 0.5 12.7 6 150 0.02 0.4 1.58 40 Silil5 700 100/bag
BLUC126-200 SS316 0.5 12.7 8 200 0.02 0.4 2.28 58 3115 700 100/bag
BLUC126-260 SS316 0.5 12.7 10 260 0.02 0.4 2.95 75 3115 700 100/bag 4
BLUC126-300 SS316 0.5 12.7 12 300 0.02 0.4 3.60 91 3115 700 100/bag
BLUC126-360 SS316 0.5 12.7 14 360 0.02 0.4 413 105 3115 700 100/bag
BLUC126-450 SS316 0.5 12.7 18 450 0.02 0.4 5.20 132 3115 700 100/bag

BLUC126-520 SS316 0.5 12.7 20 520 0.02 0.4 6.22 158 3115 700 100/bag
BLUC126-680 SS316 0.5 12.7 24 680 0.02 0.4 7.44 189 3115 700 100/bag
BLUC126-840 SS316 0.5 12.7 33 840 0.02 0.4 10.24 260 3115 700 100/bag
BLUC126-1000| SS316 0.5 12.7 39 1000 0.02 0.4 12.20 310 3115 700 100/bag
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Features :

100% Cable protection & Workman Safety.

NN\

N
.

cables.

100% Stainless Steel Cable Ties, Non Magnetic.
Apply by hand or with AT4679, RT2S54679, AT2248

Note : AT2248 is used for all ties upto 4.8 width.

BSCO Ball Lock Ties are Designed with uniquely designed Ball Lock
Head & special design sides and smoothened surfaces assuring

Self Locking Ties, well suited for network bundling and fastening.
Available in 3 widths: 0.18" (4.6mm), 0.31" (7.9mm) and 0.5" (12.7mm)
Available in SS 304 material grade for general purposes and SS 316
grade for Harsh Corrosive Environments.
Available in different colors, Black (Standard), Blue, Red, Yellow,
Green. Prefix B-Blue, R-Red, Y-Yellow or G-Green in Part code for
selection of color coated ties.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.
Easy & fastest installation characteristics with BSCO Ball Lock
/ ¢ mechanism assuring a perfect locking with perfection in bundling

(o7 \:INm I I3S Stainless Steel - Ball Lock Coated

Technical Information
Material

Flammability
Operating Temperature
Finish

Coating Thickness

|—)—| -

: SS 316 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200) hrs.

: SS 304 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV.

: Halogen Free

1-60°Cto +150°C

: Pure Polyster & Epoxy Coating
: 80 to 130 Microns.

BALL LOCK COATED - 4.6mm WIDTH, SS 304

Part No. Material = Wldthmm = Lengthmm Ir':'hlckne:::m MaTrlli)la. smglt:n Lr::op Min. ’I:loop Tensnelstt)rsength E?J(;ﬁi%;
BLCT44-100 SS304 0.18 4.6 4 100 0.01 0.25 0.94 24 445 100 100/bag
BLCT44-150 SS304 0.18 4.6 6 150 0.01 0.25 1.58 40 445 100 100/bag
BLCT44-200 SS304 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag
BLCT44-260 SS304 0.18 4.6 10 260 0.01 0.25 2.95 75 445 100 100/bag
BLCT44-300 SS304 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag
BLCT44-360 SS304 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag
BLCT44-450 SS304 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag
BLCT44-520 SS304 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag
BLCT44-680 SS304 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag
BLCT44-840 SS304 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag
BLCT44-1000 SS304 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag
BALL LOCK COATED - 4.6mm WIDTH, SS 316
Part No. Material = Widthmm = Lengthmm Ir':hicknesr:m Ma):rI]Dia. singI(:n Lr:op Min. ’I;;)op Tensilelit)r:ngth Zﬁﬁﬁ;
BLCT46-100 SS316 0.18 4.6 4 100 0.01 0.25 0.94 24 445 100 100/bag
BLCT46-150 SS316 0.18 4.6 6 150 0.01 0.25 1.58 40 445 100 100/bag
BLCT46-200 SS316 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag
BLCT46-260 SS316 0.18 4.6 10 260 0.01 0.25 2.95 74 445 100 100/bag
BLCT46-300 SS316 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag
BLCT46-360 SS316 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag
BLCT46-450 SS316 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag
BLCT46-520 SS316 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag
BLCT46-680 SS316 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag
BLCT46-840 SS316 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag
BLCT46-1000 SS316 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag
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Stainless Steel - Ball Lock Coated BSSsC_0C)

BALL LOCK COATED - 7.9mm WIDTH, SS 304

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?‘s:m MaTr:Ma. smgln:n L:}op Min. 'I:loop Tensﬂegr:ngth Ia::l(;l:;g;

BLCT74-100 SS304 0.31 7.9 4 100 0.01 0.25 0.94 24 1112 250 100/bag
BLCT74-150 SS304 0.31 7.9 6 150 0.01 0.25 1.58 40 1112 250 100/bag
BLCT74-200 SS304 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag
BLCT74-260 SS304 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag
BLCT74-300 SS304 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag
BLCT74-360 SS304 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag
BLCT74-450 SS304 0.31 7.9 18 450 0.01 0.25 5.20 132 1112 250 100/bag
BLCT74-520 SS304 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag
BLCT74-680 SS304 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag
BLCT74-840 SS304 0.31 7.9 68 840 0.01 0.25 10.24 260 1112 250 100/bag
BLCT74-1000 SS304 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag

BALL LOCK COATED - 7.9mm WIDTH, SS 316

Part No. Material = Widthrnm — Leng'(hrnrn Ir':'hicknesr:m MaTrI]Z)ia. singltren erop Min. 'I:;Jop Tensilelsl;r:ngth I(’;:\Jcal:;ﬁ;z
BLCT76-100 SS316 0.31 7.9 4 100 0.01 0.25 0.94 24 1112 250 100/bag
BLCT76-150 SS316 0.31 7.9 6 150 0.01 0.25 1.58 40 1112 250 100/bag
BLCT76-200 SS316 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag
BLCT76-260 SS316 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag
BLCT76-300 SS316 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag
BLCT76-360 SS316 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag
BLCT76-450 SS316 0.31 7.9 17 450 0.01 0.25 5.00 127 1112 250 100/bag
BLCT76-520 SS316 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag
BLCT76-680 SS316 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag
BLCT76-840 SS316 0.31 7.9 33 840 0.01 0.25 10.24 260 1112 250 100/bag
BLCT76-1000 SS316 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag

BALL LOCK COATED - 12.7mm WIDTH, SS 304

Part No. Material = Wldthmm — Lengthmm Ir':'hlcknesmsm Ma>:rlli)|a. smgltren chr)]op Min. ’I:loop Tensnelstt)r:ngth E?J(;ﬁﬁ;
BLCT124-100 SS304 0.5 12.7 4 100 0.02 0.4 0.94 24 3115 700 100/bag
BLCT124-150 SS304 0.5 12.7 6 150 0.02 0.4 1.58 40 3115 700 100/bag
BLCT124-200 SS304 0.5 12.7 8 200 0.02 0.4 2.28 58 3115 700 100/bag
BLCT124-260 SS304 0.5 12.7 10 260 0.02 0.4 2.95 75 3115 700 100/bag
BLCT124-300 SS304 0.5 12.7 12 300 0.02 0.4 3.60 91 3115 700 100/bag
BLCT124-360 SS304 0.5 12.7 14 360 0.02 0.4 413 105 3115 700 100/bag
BLCT124-450 SS304 0.5 127 18 450 0.02 0.4 5.20 132 3115 700 100/bag

V /Y / Y J 4

BLCT124-520 SS304 0.5 12.7 20 520 0.02 0.4 6.22 158 3115 700 100/bag
BLCT124-680 SS304 0.5 12.7 24 680 0.02 0.4 7.44 189 3115 700 100/bag
BLCT124-840 SS304 0.5 12.7 33 840 0.02 0.4 10.24 260 3115 700 100/bag
BLCT124-1000| SS304 0.5 12.7 39 1000 0.02 0.4 12.20 310 3115 700 100/bag

BALL LOCK COATED - 12.7mm WIDTH, SS 316

Part No. Material = Widthmm = Lengthmm Ir':'hicknes;m MaTrI]Dia. singltren Lr:op Min. ’I;;)op Tensilelit)r:ngth }())?J(;ﬁi%;
BLCT126-100 SS316 0.5 12.7 4 100 0.02 0.4 0.94 24 3115 700 100/bag
BLCT126-150 SS316 0.5 12.7 6 150 0.02 0.4 1.58 40 Silil5 700 100/bag
BLCT126-200 SS316 0.5 12.7 8 200 0.02 0.4 2.28 58 3115 700 100/bag
BLCT126-260 SS316 0.5 12.7 10 260 0.02 0.4 2.95 75 3115 700 100/bag
BLCT126-300 SS316 0.5 12.7 12 300 0.02 0.4 3.60 91 3115 700 100/bag
BLCT126-360 SS316 0.5 12.7 14 360 0.02 0.4 413 105 3115 700 100/bag
BLCT126-450 SS316 0.5 12.7 18 450 0.02 0.4 5.20 132 3115 700 100/bag

BLCT126-520 SS316 0.5 12.7 20 520 0.02 0.4 6.22 158 3115 700 100/bag
BLCT126-680 SS316 0.5 12.7 24 680 0.02 0.4 7.44 189 3115 700 100/bag
BLCT126-840 SS316 0.5 12.7 33 840 0.02 0.4 10.24 260 3115 700 100/bag
BLCT126-1000| SS316 0.5 12.7 39 1000 0.02 0.4 12.20 310 3115 700 100/bag
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o7 N-IN M I3 Stainless Steel - Ball Lock Spring Type Uncoated

Features :

BSCO Ball Lock Ties Spring type Cable ties provides additional
installed tension on rigid objects & used where tensions are to be
maintained where the ability of such rigid objects to spring back or
regain its shape is not feasible once being compressed or tied.
Available in 2 widths : 0.18" (4.6mm ) &0.31" (7.9mm).

Available in SS 304 material grade for general purposes and SS 316
grade for Harsh Corrosive Environments.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.

Easy & fastest installation characteristics with Ball Lock mechanism
assuring a perfect locking with perfection in bundling cables.

Ideal for applications where Corrosion, Vibration, Radiation and
Temperature extremes are concerned.

Apply by hand or with AT4679, RT2S4679, AT2248

Note : AT2248 is used for all ties upto 4.8 width.

Technical Information
Material

Flammability

Operating Temperature
Finish

BALL LOCK SPRING TYPE UNCOATED - 4.6mm WIDTH, SS 304

|—)—| -

: SS 316 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200 hrs)

: SS 304 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV.

: Non Burning

(Flame Retardant)

:-60°Cto +500°C
: Metallic

Part No. Material = W|dthmm — Lengthmm Ir‘:’hlckne?:m Mafr?ua. smglt:n ch;op Min. 'I:loop Tensnelsgr:ngth Iaa:l(;ﬁigt;;
BLUCZz44-200 SS304 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag
BLUCZz44-260 SS304 0.18 4.6 10 260 0.01 0.25 2.95 75 445 100 100/bag
BLUCZz44-300 SS304 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag
BLUCZz44-360 SS304 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag
BLUCZz44-450 SS304 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag
BLUCZz44-520 SS304 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag
BLUCZz44-680 SS304 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag
BLUCZz44-840 SS304 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag
BLUCz44-1000| SS304 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag
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Stainless Steel - Ball Lock Spring Type Uncoated BSCC 0O

BALL LOCK SPRING TYPE UNCOATED - 4.6mm WIDTH, SS 316

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?:m MaTr:Ma. smgln:n ch;op Min. 'I:loop Tensﬂelstt‘r:ngth Ia::l(;l:;g;

BLUCZz46-200 SS316 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag

BLUCZz46-260 SS316 0.18 4.6 10 260 0.01 0.25 2.95 15 445 100 100/bag

BLUCz46-300 SS316 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag ‘
BLUCZz46-360 SS316 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag

BLUCZz46-450 SS316 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag

BLUCZz46-520 SS316 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag |
BLUCZz46-680 SS316 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag

BLUCZz46-840 SS316 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag

BLUCz46-1000| SS316 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag

BALL LOCK SPRING TYPE UNCOATED - 7.9mm WIDTH, SS 304

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?‘s:m MaTr:Ma. smgln:n ch;op Min. 'I:;Jop TenS|Ie|st;rSength Iaa:l(;l:;igtlg

BLUCZz74-200 SS304 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag

BLUCZz74-260 SS304 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag §
BLUCZz74-300 SS304 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag N\
BLUCZz74-360 SS304 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag § N
BLUCZz74-450 SS304 0.31 7.9 18 450 0.01 0.25 5.20 132 1112 250 100/bag %
BLUCZz74-520 SS304 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag N
BLUCZz74-680 SS304 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag %
BLUCZz74-840 SS304 0.31 7.9 33 840 0.01 0.25 10.24 260 1112 250 100/bag

BLUCz74-1000| SS304 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag

BALL LOCK SPRING TYPE UNCOATED - 7.9mm WIDTH, SS 316

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?‘s:m MaTr:Ma. smgln:n L:}op Min. 'I:loop Tensﬂe;;r:ngth Iaa:l(;l:;igtlg

BLUCZz76-200 SS316 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag -
BLUCZ76-260 SS316 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag §
BLUCZz76-300 SS316 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag N\
BLUCZz76-360 SS316 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag § N
BLUCZz76-450 SS316 0.31 7.9 18 450 0.01 0.25 5.20 132 1112 250 100/bag $ %
BLUCZz76-520 SS316 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag N
BLUCZz76-680 SS316 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag %
BLUCZ76-840 SS316 0.31 7.9 33 840 0.01 0.25 10.24 260 1112 250 100/bag

BLUCz76-1000| SS316 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag
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o7 \-IN-M I3 Stainless Steel - Ball Lock Spring Type Coated BSCC 0O

Features : Technical Information :

» BSCO Ball Lock Ties Spring type Cable ties provides additional Material 1 SS 316 grade
installed tension on rigid objects & used where tensions are to be Corrosion Resistant,
maintained where the ability of such rigid objects to spring back or Weather Resistant,
regain its shape is not feasible once being compressed or tied. Chemical Resistant,

« Available in 2 widths : 0.18" (4.6mm) &0.31" (7.9mm). Non Magnetic,

Resistance to UV,
Salt Spray Resistant.

Available in SS 304 material grade for general purposes and SS 316
grade for Harsh Corrosive Environments.

» Loop Tensile Strength in each widths provides extra margin of safety, (1200 hrs)
surpassing minimum requirement criteria. . SS 304 grade
» Easy & fastest installation characteristics with BSCO Ball Lock Corrosion Resistant,
mechanism assuring a perfect locking with perfection in bundling Weather Resistant,
cables. Chemical Resistant,
 |deal for applications where Corrosion, Vibration, Radiation and Non Magnetic,
e Temperature extremes are concerned. Resistance to UV.
» Apply by hand or with AT4679, RT2S4679, AT2248
Note : AT2248 is used for all ties upto 4.8 width. Flammability : Halogen Free
Operating Temperature :-60°C to +150°C
Finish : Pure Polyster & Epoxy Coating
Coating Thickness : 80 to 130 Microns.

BALL LOCK SPRING TYPE COATED - 4.6mm WIDTH, SS 304

Part No. Material = W|dthmm — Lengthmm Ir‘:’hlckne?:m Mafr?ua. smglt:n ch;op Min. 'I:loop Tensnelsgr:ngth Iaa:l(;ﬁigt;;

BLCTz44-200 SS304 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag
BLCTz44-260 SS304 0.18 4.6 10 260 0.01 0.25 2.95 75 445 100 100/bag
BLCTz44-300 SS304 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag
BLCTz44-360 SS304 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag
BLCTz44-450 SS304 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag
BLCTz44-520 SS304 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag
BLCTz44-680 SS304 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag
BLCTz44-840 SS304 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag
BLCTz44-1000 | SS304 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag
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Stainless Steel - Ball Lock Spring Type Coated BSCC 0O

BALL LOCK SPRING TYPE COATED - 4.6mm WIDTH, SS 316

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?:m MaTr:Ma. smgln:n ch;op Min. 'I:loop Tensﬂelstt‘r:ngth Ia::l(;l:;g;
BLCTz46-200 SS316 0.18 4.6 8 200 0.01 0.25 2.28 58 445 100 100/bag
BLCTz46-260 SS316 0.18 4.6 10 260 0.01 0.25 2.95 15 445 100 100/bag
BLCTz46-300 SS316 0.18 4.6 12 300 0.01 0.25 3.60 91 445 100 100/bag
BLCTz46-360 SS316 0.18 4.6 14 360 0.01 0.25 413 105 445 100 100/bag
BLCTz46-450 SS316 0.18 4.6 18 450 0.01 0.25 5.20 132 445 100 100/bag
BLCTz46-520 SS316 0.18 4.6 20 520 0.01 0.25 6.22 158 445 100 100/bag
BLCTz46-680 SS316 0.18 4.6 24 680 0.01 0.25 7.44 189 445 100 100/bag
BLCTz46-840 SS316 0.18 4.6 33 840 0.01 0.25 10.24 260 445 100 100/bag
BLCTz46-1000 | SS316 0.18 4.6 39 1000 0.01 0.25 12.20 310 445 100 100/bag

BALL LOCK SPRING TYPE COATED - 7.9mm WIDTH, SS 304

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?‘s:m MaTr:Ma. smgln:n ch;op Min. 'I:;Jop TenS|Ie|st;rSength Iaa:l(;l:;igtlg
BLCTz74-200 SS304 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag
BLCTz74-260 SS304 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag
BLCTz74-300 SS304 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag
BLCTz74-360 SS304 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag
BLCTz74-450 SS304 0.31 7.9 18 450 0.01 0.25 5.20 132 1112 250 100/bag
BLCTz74-520 SS304 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag
BLCTz74-680 SS304 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag
BLCTz74-840 SS304 0.31 7.9 33 840 0.01 0.25 10.24 260 1112 250 100/bag
BLCTZz74-1000 SS304 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag

BALL LOCK SPRING TYPE COATED - 7.9mm WIDTH, SS 316

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?‘s:m MaTr:Ma. smgln:n L:}op Min. 'I:loop Tensﬂe;;r:ngth Iaa:l(;l:;igtlg
BLCTz76-200 SS316 0.31 7.9 8 200 0.01 0.25 2.28 58 1112 250 100/bag
BLCTz76-260 SS316 0.31 7.9 10 260 0.01 0.25 2.95 75 1112 250 100/bag
BLCTz76-300 SS316 0.31 7.9 12 300 0.01 0.25 3.60 91 1112 250 100/bag
BLCTz76-360 SS316 0.31 7.9 14 360 0.01 0.25 413 105 1112 250 100/bag
BLCTz76-450 SS316 0.31 7.9 18 450 0.01 0.25 5.20 132 1112 250 100/bag
BLCTz76-520 SS316 0.31 7.9 20 520 0.01 0.25 6.22 158 1112 250 100/bag
BLCTz76-680 SS316 0.31 7.9 24 680 0.01 0.25 7.44 189 1112 250 100/bag
BLCTZ76-840 SS316 0.31 7.9 33 840 0.01 0.25 10.24 260 1112 250 100/bag
BLCTz76-1000 SS316 0.31 7.9 39 1000 0.01 0.25 12.20 310 1112 250 100/bag
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Features :

BSCO Ladder type Ties are Designed with uniquely designed Multiple
locking system (Ladder Type) and special design sides and
smoothened surfaces assuring 100% Cable protection & Workman
Safety.

Self Locking Ties, well suited for network bundling and fastening
Available in 2 widths : 0.28" (7mm ) and 0.47" ( 12mm).

Available in SS 304 material grade for general purposes and SS 316
grade for Harsh Corrosive Environments.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.

Easy & fastest installation characteristics with Multiple Lock
mechanism assuring a perfect locking with perfection in bundling
cables.

Apply by hand or with AT4679.

LADDER TYPE (MULTILOCK) UNCOATED - 7mm WIDTH, SS 304

Technical Information
Material

Flammability

Operating Temperature
Finish

(o7 N-IN-M NI Stainless Steel - Ladder Type (Multilock) Uncoated BB (C_ (3

: SS 316 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200 hrs)

: SS 304 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV.

: Non Burning

(Flame Retardant)

:-60°Cto +500°C
: Metallic

-M-n'l'mi r
|

Part No. Material = Widthmm = Lengthmm Ir':'hicknesr:m Maﬁr?ia. singltren chr)]op Min. ’I;loop Tensilelstt)r:ngth Z?J(;ﬁi%;
LTUC74-150 SS304 0.28 7 6 150 0.012 0.3 1.3 34 445 100 100/bag
LTUC74-200 SS304 0.28 7 8 200 0.012 0.3 2.0 50 445 100 100/bag
LTUC74-225 SS304 0.28 7 9 225 0.012 0.3 2.3 58 445 100 100/bag
LTUC74-250 SS304 0.28 7 10 250 0.012 0.3 2.6 66 445 100 100/bag
LTUC74-300 SS304 0.28 7 12 300 0.012 0.3 3.1 80 445 100 100/bag
LTUC74-360 SS304 0.28 7 14 360 0.012 0.3 3.9 99 445 100 100/bag
LTUC74-450 SS304 0.28 7 18 450 0.012 0.3 5.0 128 445 100 100/bag
LTUC74-610 SS304 0.28 7 24 610 0.012 0.3 7.0 179 445 100 100/bag
LTUC74-750 SS304 0.28 7 30 750 0.012 0.3 8.8 224 445 100 100/bag
LTUC74-1000 SS304 0.28 7 39 1000 0.012 0.3 11.9 303 445 100 100/bag
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Stainless Steel - Ladder Type (Multilock) Uncoated BSC 0O

LADDER TYPE (MULTILOCK) UNCOATED - 7mm WIDTH, SS 316

Part No. Material = Widthmm = Lengthmm Ir':'hicknes;m MaTrI]Dia. singltren I::op Min. ’I;;)op Tensilelstt)r:ngth }(’ﬁ;ﬁg;

LTUC76-150 SS316 0.28 7 6 150 0.012 0.3 1.3 34 445 100 100/bag

LTUC76-200 SS316 0.28 7 8 200 0.012 0.3 2.0 50 445 100 100/bag

LTUC76-225 SS316 0.28 7 9 225 0.012 0.3 2.3 58 445 100 100/bag Q>
LTUC76-250 SS316 0.28 7 10 250 0.012 0.3 2.6 66 445 100 100/bag &
LTUC76-300 SS316 0.28 7 12 300 0.012 0.3 3.1 80 445 100 100/bag Q> "’/'}'//
LTUC76-360 SS316 0.28 7 14 360 0.012 0.3 3.9 99 445 100 100/bag )
LTUC76-450 SS316 0.28 7 18 450 0.012 0.3 5.0 128 445 100 100/bag /":"//,
LTUC76-610 SS316 0.28 7 24 610 0.012 0.3 7.0 179 445 100 100/bag
LTUC76-750 SS316 0.28 7 30 750 0.012 0.3 8.8 224 445 100 100/bag

LTUC76-1000 SS316 0.28 7 39 1000 0.012 0.3 11.9 303 445 100 100/bag

LADDER TYPE (MULTILOCK) UNCOATED - 12mm WIDTH, SS 304

Part No. Material = Widthmm = Lengthmm Ir'1I'hicknesr:m Ma):rI]Dia. singlt:n an:op Min. ’I;;)op Tensilelit)r:ngth I(D)?J(;ﬁi%;

LTUC124-150 SS304 0.47 12 6 150 0.012 0.3 1.3 34 1112 250 100/bag

LTUC124-200 SS304 0.47 12 8 200 0.012 0.3 2.0 50 1112 250 100/bag ”
LTUC124-225 SS304 0.47 12 9 225 0.012 0.3 2.3 58 1112 250 100/bag \(f
LTUC124-250 SS304 0.47 12 10 250 0.012 0.3 2.6 66 1112 250 100/bag <,
LTUC124-300 SS304 0.47 12 12 300 0.012 0.3 3.1 80 1112 250 100/bag b /
LTUC124-360 SS304 0.47 12 14 360 0.012 0.3 3.9 99 1112 250 100/bag v
LTUC124-450 SS304 0.47 12 18 450 0.012 0.3 5.0 128 1112 250 100/bag N7
LTUC124-610 SS304 0.47 12 24 610 0.012 0.3 7.0 179 1112 250 100/bag

LTUC124-750 SS304 0.47 12 30 750 0.012 0.3 8.8 224 1112 250 100/bag
LTUC124-1000 | SS304 0.47 12 39 1000 0.012 0.3 11.9 303 1112 250 100/bag

LADDER TYPE (MULTILOCK) UNCOATED - 12mm WIDTH, SS 316

Part No. Material = Widthmm = Lengthmm Ir':'hicknesr:m Ma>:rlli)ia. singlt:n Lrnr)]op Min. ’I:loop Tensilelit)r:ngth E?J(;ﬁﬁ;

LTUC126-150 SS316 0.47 12 6 150 0.012 0.3 1.3 34 1112 250 100/bag

LTUC126-200 SS316 0.47 12 8 200 0.012 0.3 2.0 50 1112 250 100/bag »
LTUC126-225 SS316 0.47 12 9 225 0.012 0.3 2.3 58 1112 250 100/bag '\(f
LTUC126-250 SS316 0.47 12 10 250 0.012 0.3 2.6 66 1112 250 100/bag 2,
LTUC126-300 SS316 0.47 12 12 300 0.012 0.3 3.1 80 1112 250 100/bag be /
LTUC126-360 SS316 0.47 12 14 360 0.012 0.3 89 g 1112 250 100/bag v
LTUC126-450 SS316 0.47 12 18 450 0.012 0.3 5.0 128 1112 250 100/bag 7
LTUC126-610 SS316 0.47 12 24 610 0.012 0.3 7.0 179 1112 250 100/bag

LTUC126-750 SS316 0.47 12 30 750 0.012 0.3 8.8 224 1112 250 100/bag

LTUC126-1000 | SS316 0.47 12 39 1000 0.012 0.3 11.9 303 1112 250 100/bag
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oY N-IN NI Stainless Steel - Ladder Type (Multilock) Coated BSCC 0O

Features : Technical Information :

» BSCO Ladder type Ties are Designed with uniquely designed Multiple Material : 8S 316 grade
locking system (Ladder Type) and special design sides and Corrosion Resistant,
smoothened surfaces assuring 100% Cable protection & Workman Weather Resistant,
Safety. Chemical Resistant,

Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200 hrs)

Self Locking Ties, well suited for network bundling and fastening.
Available in 2 widths : 0.28" (7mm ) and 0.47" (12mm) ).

Available in SS 304 material grade for general purposes and SS 316
grade for Harsh Corrosive Environments.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.

: SS 304 grade
Corrosion Resistant,

e Fasy & fastest installation characteristics with Multiple Lock Weather Resistant,
mechanism assuring a perfect locking with perfection in bundling Chemical Resistant,
cables. Non Magnetic,
e Apply by hand or with AT4679. Resistance to UV.
Flammability : Halogen Free
Operating Temperature  :-60°C to +150°C
Finish : Pure Polyster & Epoxy Coating
Coating Thickness : 80 to 130 Microns.

I R ERIrToonnoonnoonooaannantnasnaotaoennaanocononanconaanatanenniniiNN IR |

LADDER TYPE (MULTILOCK) COATED - 7mm WIDTH, SS 304

Part No. Material = Widthmm = Lengthmm Ir':'hicknesr:m MaTrI]Dia. singltren Lr::op Min. ’I;loop Tensilelit)rsength E?J(;ﬁi%;
LTCT74-150 SS304 0.28 7 6 150 0.012 0.3 1.3 34 445 100 100/bag
LTCT74-200 SS304 0.28 7 8 200 0.012 0.3 2.0 50 445 100 100/bag
LTCT74-225 SS304 0.28 7 9 225 0.012 0.3 2.3 58 445 100 100/bag
LTCT74-250 SS304 0.28 7 10 250 0.012 0.3 2.6 66 445 100 100/bag
LTCT74-300 SS304 0.28 7 12 300 0.012 0.3 3.1 80 445 100 100/bag
LTCT74-360 SS304 0.28 7 14 360 0.012 0.3 3.9 99 445 100 100/bag
LTCT74-450 SS304 0.28 7 18 450 0.012 0.3 5.0 128 445 100 100/bag
LTCT74-610 SS304 0.28 7 24 610 0.012 0.3 7.0 179 445 100 100/bag
LTCT74-750 SS304 0.28 7 30 750 0.012 0.3 8.8 224 445 100 100/bag
LTCT74-1000 SS304 0.28 7 39 1000 0.012 0.3 11.9 303 445 100 100/bag
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Stainless Steel - Ladder Type (Multilock) Coated BSsSC 0O

LADDER TYPE (MULTILOCK) COATED - 7mm WIDTH, SS 316

Part No. Material = Widthmm = Lengthmm Ir':'hicknes;m MaTrI]Dia. singlcren I::op Min. ’I;;)op Tensilelit)r:ngth }())?J(;ﬁi%;
LTCT76-150 SS316 0.28 7 6 150 0.012 0.3 1.3 34 445 100 100/bag
LTCT76-200 SS316 0.28 7 8 200 0.012 0.3 2.0 50 445 100 100/bag
LTCT76-225 SS316 0.28 7 9 225 0.012 0.3 2.3 58 445 100 100/bag
LTCT76-250 SS316 0.28 7 10 250 0.012 0.3 2.6 66 445 100 100/bag
LTCT76-300 SS316 0.28 7 12 300 0.012 0.3 3.1 80 445 100 100/bag
LTCT76-360 SS316 0.28 7 14 360 0.012 0.3 3.9 99 445 100 100/bag
LTCT76-450 SS316 0.28 7 18 450 0.012 0.3 5.0 128 445 100 100/bag
LTCT76-610 SS316 0.28 7 24 610 0.012 0.3 7.0 179 445 100 100/bag
LTCT76-750 SS316 0.28 7 30 750 0.012 0.3 8.8 224 445 100 100/bag
LTCT76-1000 SS316 0.28 7 39 1000 0.012 0.3 11.9 303 445 100 100/bag

LADDER TYPE (MULTILOCK) COATED - 12mm WIDTH, SS 304

Part No. Material = Widthmm = Lengthmm Ir'1I'hicknesr:m Ma):rI]Dia. singltreT1 Lr:op Min. ’I;;)op Tensilelit)r:ngth I(D)?J(;ﬁi%;
LTCT124-150 SS304 0.47 12 6 150 0.012 0.3 1.3 34 1112 250 100/bag
LTCT124-200 SS304 0.47 12 8 200 0.012 0.3 2.0 50 1112 250 100/bag
LTCT124-225 SS304 0.47 12 9 225 0.012 0.3 2.3 58 1112 250 100/bag
LTCT124-250 SS304 0.47 12 10 250 0.012 0.3 2.6 66 1112 250 100/bag
LTCT124-300 SS304 0.47 12 12 300 0.012 0.3 3.1 80 1112 250 100/bag
LTCT124-360 SS304 0.47 12 14 360 0.012 0.3 3.9 99 1112 250 100/bag
LTCT124-450 SS304 0.47 12 18 450 0.012 0.3 5.0 128 1112 250 100/bag
LTCT124-610 SS304 0.47 12 24 610 0.012 0.3 7.0 179 1112 250 100/bag
LTCT124-750 SS304 0.47 12 30 750 0.012 0.3 8.8 224 1112 250 100/bag
LTCT124-1000 SS304 0.47 12 39 1000 0.012 0.3 11.9 303 1112 250 100/bag

LADDER TYPE (MULTILOCK) COATED - 12mm WIDTH, SS 316

Part No. Material = Widthmm = Lengthmm Ir':'hicknesr:m Maﬁr?ia. singlt:n chr)]op Min. ’I:loop Tensilelstt)r:ngth E?J(;ﬁi%;
LTCT126-150 SS316 0.47 12 6 150 0.012 0.3 1.3 34 1112 250 100/bag
LTCT126-200 SS316 0.47 12 8 200 0.012 0.3 2.0 50 1112 250 100/bag
LTCT126-225 SS316 0.47 12 9 225 0.012 0.3 2.3 58 1112 250 100/bag
LTCT126-250 SS316 0.47 12 10 250 0.012 0.3 2.6 66 1112 250 100/bag
LTCT126-300 SS316 0.47 12 12 300 0.012 0.3 3.1 80 1112 250 100/bag
LTCT126-360 SS316 0.47 12 14 360 0.012 0.3 89 99 1112 250 100/bag
LTCT126-450 SS316 0.47 12 18 450 0.012 0.3 5.0 128 1112 250 100/bag
LTCT126-610 SS316 0.47 12 24 610 0.012 0.3 7.0 179 1112 250 100/bag
LTCT126-750 SS316 0.47 12 30 750 0.012 0.3 8.8 224 1112 250 100/bag
LTCT126-1000 SS316 0.47 12 39 1000 0.012 0.3 11.9 303 1112 250 100/bag
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(o7:\=]N= |3 Stainless Steel - Releasable Uncoated

Features :

BSCO Releasable Ties are Designed with uniquely designed Buckle
design & special designed sides and smoothened surfaces assuring
100% Cable protection & Workman Safety.

Releasable Type Cable Tie are Reusable. Once installed, these ties
can be opened and re-used for installations whenever required.
Available in 4 widths: 0.20" (5mm), 0.25" (6.35mm), 0.38" (9.53mm)
and 0.39" (10mm).

Available in SS 304 material grade for general purposes and SS 316
grade for Harsh corrosive environments.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.

Easy & fastest installation characteristics with Releasable Cable Ties,
assuring a perfect locking with perfection in bundling cables & can be
double wrapped for extra strength requirements.

100% Stainless Steel Cable Ties, Non Magnetic.

Apply by hand or with AT4679, BT6919, BT0620.

Technical Information
Material

Flammability

Operating Temperature
Finish

RELEASABLE UNCOATED - 6.35mm WIDTH, SS 304

|—)—| -

: SS 316 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200 hrs)

: SS 304 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV.

: Non Burning

(Flame Retardant)

:-60°Cto +500°C
: Metallic

Part No. Material = Widthmm = Lengthmm Ir':'hicknesnjm MaTnDia. singlfn L;op Min. ’I;;Jop Tensilelstt)rsength Ze:]cal:]e;i%;
RLUC64-150 SS304 1/4 6.35 6 150 0.02 0.5 1.3 34 1335 300 100/bag
RLUC64-230 SS304 1/4 6.35 9 230 0.02 0.5 2.3 59 1335 300 100/bag
RLUC64-330 SS304 1/4 6.35 13 330 0.02 0.5 3.6 91 1335 300 100/bag
RLUC64-450 SS304 1/4 6.35 18 450 0.02 0.5 5.1 129 1335 300 100/bag
RLUC64-600 SS304 1/4 6.35 24 600 0.02 0.5 7.0 177 1335 300 100/bag
RLUC64-700 SS304 1/4 6.35 30 700 0.02 0.5 8.9 225 1335 300 100/bag
RLUC64-900 SS304 1/4 6.35 35 900 0.02 0.5 10.7 273 1335 300 100/bag
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Stainless Steel - Releasable Uncoated BSSsC_0C)

RELEASABLE UNCOATED - 6.35mm WIDTH, SS 316

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?:m MaTr:Ma. smgln:n ch;op Min. 'I:loop Tensﬂelstt‘r:ngth Ia::l(;l:;g; .
RLUCE6-150 SS316 1/4 6.35 6 150 0.02 0.5 1.3 34 1335 300 100/bag \Q
RLUC66-230 SS316 1/4 6.35 9 229 0.02 0.5 2.3 59 1335 300 100/bag \.\" N
RLUC66-330 SS316 1/4 6.35 13 305 0.02 0.5 3.6 91 1335 300 100/bag % )
RLUC66-450 SS316 1/4 6.35 18 457 0.02 0.5 5.1 129 11385 300 100/bag
RLUC66-600 SS316 1/4 6.35 24 610 0.02 0.5 7.0 177 1335 300 100/bag

RLUC66-750 SS316 1/4 6.35 30 762 0.02 0.5 8.9 225 1335 300 100/bag
RLUCE66-900 SS316 1/4 6.35 35 914 0.02 0.5 10.7 273 1335 300 100/bag

RELEASABLE UNCOATED - 9.53mm WIDTH, SS 304

Part No. Material = Wldthmm = Lengthmm Ir'1l'h|ckneis:m Ma):rl]Dla. smgl(:n erop Min. ’I:;)op Tensnelsgr:ngth Fc’;:](;ﬁi%;
RLUC94-150 SS304 3/8 9.53 6 150 0.02 0.5 1.3 34 2002 450 100/bag
RLUC94-230 SS304 3/8 Gis8 9 230 0.02 0.5 2.3 59 2002 450 100/bag
RLUC94-330 SS304 3/8 9.53 13 330 0.02 0.5 3.6 91 2002 450 100/bag
RLUC94-450 SS304 3/8 9.53 18 450 0.02 0.5 5.1 129 2002 450 100/bag
RLUC94-600 SS304 3/8 9.53 24 600 0.02 0.5 7.0 177 2002 450 100/bag

RLUC94-750 SS304 3/8 9.53 30 750 0.02 0.5 8.9 225 2002 450 100/bag
RLUC94-900 SS304 3/8 9.53 35 900 0.02 0.5 10.7 273 2002 450 100/bag

RELEASABLE UNCOATED - 9.53mm WIDTH, SS 316

Part No. Material = Widthmm = Lengthmm Ir':'hicknes;m Ma):rI]Dia. singltren an:op Min. ’I;;)op Tensilelit)r:ngth }())?J(;ﬁi%;

RLUC96-150 SS316 3/8 9.53 6 150 0.02 0.5 1.3 34 2002 450 100/bag
RLUC96-230 SS316 3/8 9.53 9 230 0.02 0.5 2.3 59 2002 450 100/bag
RLUC96-330 SS316 3/8 9.53 13 330 0.02 0.5 3.6 91 2002 450 100/bag
RLUC96-450 SS316 3/8 658 18 450 0.02 0.5 5.1 129 2002 450 100/bag
RLUC96-600 SS316 3/8 9.53 24 600 0.02 0.5 7.0 177 2002 450 100/bag
RLUC96-750 SS316 3/8 9:58 30 750 0.02 0.5 8.9 225 2002 450 100/bag
RLUC96-900 SS316 3/8 9.53 35 900 0.02 0.5 10.7 273 2002 450 100/bag
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Features :

BSCO Releasable Ties are Designed with uniquely designed Buckle
design & special designed sides and smoothened surfaces assuring
100% Cable protection & Workman Safety.

Releasable Type Cable Tie are Reusable. Once installed, these ties
can be opened and re-used for installations whenever required.
Available in 4 widths: 0.20" (5mm), 0.25" (6.35mm), 0.38" (9.53mm)
and 0.39" (10mm).

Available in SS 304 material grade for general purposes and SS 316
grade for Harsh corrosive environments.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.

Easy & fastest installation characteristics with Releasable Cable Ties,
assuring a perfect locking with perfection in bundling cables & can be
double wrapped for extra strength requirements.

Apply by hand or with BT6919, BT0620.

Technical Information
Material

Flammability
Operating Temperature
Finish

Coating Thickness

RELEASABLE PURE POLYESTER COATED - 6.35mm WIDTH, SS 304

(o7 N-IN-M NI Stainless Steel - Releasable Pure Polyester Coated EE3 S (C_ ()

: SS 316 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200 hrs)

: SS 304 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV.

: Halogen Free
1-60°Cto +150°C

: Pure Polyster Coating
: 80 to 130 Microns.

Part No. Material = Widthmm = Lengthmm Ir':'hicknesnim MaTnDia. singlfn L;op Min. ’I;;Jop Tensilelstt)rsength Ze:]cal:]e;i%;
RLCTpp64-150 |  SS304 1/4 6.35 6 150 0.02 0.5 1.3 34 1334 300 100/bag
RLCTpp64-230 | SS304 1/4 6.35 9 229 0.02 0.5 2.3 59 1334 300 100/bag
RLCTpp64-330 | SS304 1/4 6.35 13 305 0.02 0.5 3.6 91 1334 300 100/bag
RLCTpp64-450 |  SS304 1/4 6.35 18 457 0.02 0.5 5.1 129 1334 300 100/bag
RLCTpp64-600 | SS304 1/4 6.35 24 610 0.02 0.5 7.0 177 1334 300 100/bag
RLCTpp64-750 | SS304 1/4 6.35 30 762 0.02 0.5 8.9 225 1334 300 100/bag
RLCTpp64-900 | SS304 1/4 6.35 35 914 0.02 0.5 10.7 273 1334 300 100/bag
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Stainless Steel - Releasable Pure Polyester Coated BSCC 0O

RELEASABLE PURE POLYESTER COATED - 6.35mm WIDTH, SS 316

Part No. Material = Wldthmm = Lengthmm Ir'1I'h|ckne?:m MaTr:Ma. smgln:n ch;op Min. 'I:loop Tensﬂelit‘r:ngth Ia::l(;l:;g;
RLCTpp66-150 |  SS316 1/4 6.35 6 150 0.02 0.5 1.3 34 1334 300 100/bag
RLCTpp66-230 | SS316 1/4 6.35 9 229 0.02 0.5 2.3 59 1334 300 100/bag
RLCTpp66-330 | SS316 1/4 6.35 13 305 0.02 0.5 3.6 91 1334 300 100/bag
RLCTpp66-450 | SS316 1/4 6.35 18 457 0.02 0.5 5.1 129 1334 300 100/bag
RLCTpp66-600 | SS316 1/4 6.35 24 610 0.02 0.5 7.0 177 1334 300 100/bag
RLCTpp66-750 | SS316 1/4 6.35 30 762 0.02 0.5 8.9 225 1334 300 100/bag
RLCTpp66-900 |  SS316 1/4 6.35 35 914 0.02 0.5 10.7 273 1334 300 100/bag

RELEASABLE PURE POLYESTER COATED - 9.53mm WIDTH, SS 304

Part No. Material = Wldthmm = Lengthmm Ir'1l'h|ckneis:m Ma):rl]Dla. smgl(:n erop Min. ’I:;)op Tensnelir:ngth Fc’;:](;ﬁi%;
RLCTpp94-150 |  SS304 3/8 9.53 6 150 0.02 0.5 1.3 34 2002 450 100/bag
RLCTpp94-230 | SS304 3/8 Gis8 9 230 0.02 0.5 2.3 59 2002 450 100/bag
RLCTpp94-330 | SS304 3/8 9.53 13 330 0.02 0.5 3.6 91 2002 450 100/bag
RLCTpp94-450 |  SS304 3/8 9.53 18 450 0.02 0.5 5.1 129 2002 450 100/bag
RLCTpp94-600 |  SS304 3/8 9.53 24 600 0.02 0.5 7.0 177 2002 450 100/bag

RLCTpp94-750 | SS304 3/8 9.53 28 750 0.02 0.5 8.9 225 2002 450 100/bag
RLCTpp94-900 | SS304 3/8 9.53 35 900 0.02 0.5 10.7 273 2002 450 100/bag

RELEASABLE PURE POLYESTER COATED - 9.53mm WIDTH, SS 316

) 2 Y4

Part No. Material = Widthmm = Lengthmm Ir':'hicknes;m Ma):rI]Dia. singltren an:op Min. ’I;;)op Tensilelit)r:ngth }())?J(;ﬁi%;
RLCTpp96-150 | SS316 3/8 9.53 6 150 0.02 0.5 1.3 34 2002 450 100/bag
RLCTpp96-230 | SS316 3/8 9.53 9 230 0.02 0.5 2.3 59 2002 450 100/bag
RLCTpp96-330 | SS316 3/8 9.53 13 330 0.02 0.5 3.6 91 2002 450 100/bag
RLCTpp96-450 | SS316 3/8 658 18 450 0.02 0.5 5.1 129 2002 450 100/bag
RLCTpp96-600 | SS316 3/8 9.53 24 600 0.02 0.5 7.0 177 2002 450 100/bag
RLCTpp96-750 | SS316 3/8 9:58 28 700 0.02 0.5 8.9 225 2002 450 100/bag
RLCTpp96-900 | SS316 3/8 9.53 35 900 0.02 0.5 10.7 273 2002 450 100/bag
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(o7 \:INm I I3S Stainless Steel - Releasable PPA Coated

Features :

BSCO Releasable Ties are Designed with uniquely designed Buckle
design & special designed sides and smoothened surfaces assuring
100% Cable protection & Workman Safety.

Releasable Type Cable Tie are Reusable. Once installed, these ties
can be opened and re-used for installations whenever required.
Available in 4 widths: 0.20" (5mm), 0.25" (6.35mm), 0.38" (9.53mm)
and 0.39" (10mm).

Available in SS 316 grade for Harsh Corrosive Environments.

Loop Tensile Strength in each widths provides extra margin of safety,
surpassing minimum requirement criteria.

Easy & fastest installation charecterstics with Releasable Cable Ties,
assuring a perfect locking with perfection in bundling cables & can be
double wrapped for extra strength requirements.

Apply by hand or with BT6919, BT0620.

Material

Finish

Technical Information

Flammability
Operating Temperature

Coating Thickness

RELEASABLE PPA COATED - 6.35mm WIDTH, SS 316

|—)—| -

: SS 316 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV,
Salt Spray Resistant.
(1200 hrs)

: SS 304 grade

Corrosion Resistant,
Weather Resistant,
Chemical Resistant,
Non Magnetic,
Resistance to UV.

: Halogen Free
:-60°Cto +150°C
1 PPA 571

(Performance Polymer Alloy Coating)

: 80 to 130 Microns.

Part No. Material = W|dthmm m Lengthmm Ir‘:’h|cl< nesr:m Ma);rl]ma. smgltran Lr:op Min. 'I:;Jop Tensnelit)rsength Iaa:](;ﬁi%;
RLCTppa66-150 | SS316 1/4 6.35 6 150 0.02 0.5 1.3 34 1334 300 100/bag
RLCTppa66-230 | SS316 1/4 6.35 9 229 0.02 0.5 2.3 59 1334 300 100/bag
RLCTppa66-330 | SS316 1/4 6.35 13 305 0.02 0.5 3.6 91 1334 300 100/bag
RLCTppa66-450 | SS316 1/4 6.35 18 457 0.02 0.5 5.1 129 1334 300 100/bag
RLCTppa66-600 | SS316 1/4 6.35 24 610 0.02 0.5 7.0 177 1334 300 100/bag
RLCTppa66-750 | SS316 1/4 6.35 30 762 0.02 0.5 8.9 225 1334 300 100/bag
RLCTppa66-900 | SS316 1/4 6.35 35 914 0.02 0.5 10.7 273 1334 300 100/bag
RELEASABLE PPA COATED - 9.53mm WIDTH, SS 316
Part No. Material = W|dthmm = Lengthmm Ir‘:’mcknesr:m Maxl:ua. Slngll:n an:op Min. 'I:;Jop Tenmleﬁt)rsength laa:](;ﬁig:;
RLCTppa96-150 SS316 3/8 9.53 6 150 0.02 0.5 1.3 34 2002 450 100/bag
RLCTppa96-230 SS316 3/8 €58 9 230 0.02 0.5 2.3 59 2002 450 100/bag
RLCTppa96-330 SS316 3/8 9.53 13 330 0.02 0.5 3.6 91 2002 450 100/bag
RLCTppa96-450 SS316 3/8 9.53 18 450 0.02 0.5 5.1 129 2002 450 100/bag
RLCTppa96-600 SS316 3/8 9.53 24 600 0.02 0.5 7.0 177 2002 450 100/bag
RLCTppa96-700 SS316 3/8 )58 28 700 0.02 0.5 8.9 225 2002 450 100/bag
RLCTppa96-900 SS316 3/8 9.53 35 900 0.02 0.5 10.7 273 2002 450 100/bag
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Nylon Cable Ties | —— j——1 N .

Technical Information
Material - High Quality Virgin Nylon 6.6 e e

Flame Resistance . In accordance with UL94V2 2]

Operating Temperature  :-10°Cto +85°C ' — —
UV Resistant e o ARG 5

i ) , Min ) “ANSI/
Bundle Diameter Loop Tensile Operating Temp . Resistant
Cat.# Type mm (in) Strength “C (B Installation ® uLo4
Temp ) MtlFlame
Min Max. N (Ibs) Min Max. °C (F) DY gt Rating"
BSNT 100 x 1.8 11 2 (0.079) 20 (0.787) 44 (10) -10(14) 85(185) 0(32) Yes V-2
BSNT 100 x 2.2 11 2(0.079) 20 (0.787) 62 (14) -10(14) 85(185) 0(32) Yes V-2
BSNT 150x 2.2 11 2 (0.079) 35 (1.378) 62 (14) -10(14) 85(185) 0(32) Yes V-2
BSNT 75 x 2.5 11 2 (0.079) 2 (0.473) 80 (18) -10(14) 85(185) 0(32) Yes V-2
BSNT 100 x 2.5t 1 2 (0.079) 20 (0.787) 80 (18) -10(14) 85(185) 0(32) Yes V-2
BSNT 150 x 2,51 11 2 (0.079) 35 (1.378) 80 (18) -10(14) 85(185) 0(32) Yes V-2
BSNT 200 x 2.5t 11 3(0.118) 45 (1.772) 80 (18) -10(14) 85(185) 0(32) Yes V-2
BSNT 250 x 2.7 11 3(0.118) 60(2.362) 84 (19) -10(14) 85(185) 0(32) Yes V-2
BSNT 300x 2.7 11 3(0.118) 75(2.953) 84 (19) -10(14) 85(185) 0(32) Yes V-2
BSNT 150 x 3 11 2 (0.079) 35 (1.378) 97 (22) -10(14) 85(185) 0(32) Yes V-2
BSNT 200 x 3 11 3(0.118) 45 (1.772) 97 (22) -10(14) 85(185) 0(32) Yes V-2
BSNT 300 x 3.3 11 3(0.118) 75(2.953) 106 (24) -10(14) 85(185) 0(32) Yes V-2
BSNT 150 x 3.6t 11 3(0.118) 35 (1.378) 130 (29) -10(14) 85(185) 0(32) Yes V-2
BSNT 200 x 3.6t 11 3(0.118) 49 (1.929) 130 (29) -10(14) 85(185) 0(32) Yes V-2
BSNT 250 x 3.6t 11 3(0.118) 60(2.362) 130 (29) -10(14) 85(185) 0(32) Yes V-2
BSNT 300 x 3.6t 11 3(0.118) 75(2.953) 130 (29) -10(14) 85(185) 0(32) Yes V-2
BSNT 350 x 3.6 1 3(0.118) 90(3.543) 130 (29) -10(14) 85(185) 0(32) Yes V-2
BSNT 250 x 4 11 3(0.118) 60(2.362) 164 (37) -10(14) 85(185) 0(32) Yes V-2
BSNT 300 x 4 1 3(0.118) 75(2.953) 164 (37) -10(14) 85(185) 0(32) Yes V-2
BSNT 400 x 4.2 11 3(0.118) 105(4.134) 178 (40) -10(14) 85(185) 0(32) Yes V-2
BSNT 200 X 4.8t 11 3(0.118) 49 (1.929) 220 (50) -10(14) 85(185) 0(32) Yes V-2
BSNT 250 X 4.8t 11 3(0.118) 60(2.362) 220 (50) -10(14) 85(185) 0(32) Yes V-2
BSNT 300 X 4.8t 11 3(0.118) 75(2.953) 220 (50) -10(14) 85(185) 0(32) Yes V-2
BSNT 364 X 4.8t 11 3(0.118) 95(3.740) 220 (50) -10(14) 85(185) 0(32) Yes V-2
BSNT 450 X 4.8t 11 3(0.118) 115(4.528) 220 (50) -10(14) 85(185) 0(32) Yes V-2
BSNT 500 x 4.8 11 3(0.118) 130(5.118) 220 (50) -10(14) 85(185) 0(32) Yes V-2
BSNT 200 X 7.6t 11 4(0.157) 45(1.772) 530 (119) -10(14) 85(185) 0(32) Yes V-2
BSNT 300 X 7.6t 11 4(0.157) 75(2.953) 530 (119) -10(14) 85(185) 0(32) Yes V-2
BSNT 364 X 7.6t 1 4(0.157) 98(3.858) 530 (119) -10(14) 85(185) 0(32) Yes V-2
BSNT 430 X 7.6t 11 4 (0.157) 110(4.331) 530 (119) -10(14) 85(185) 0(32) Yes V-2
BSNT 530 X 7.6t 11 10 (0.394) 140(5.512) 530 (119) -10(14) 85(185) 0(32) Yes V-2
BSNT 750 x 7.6 11 10 (0.394) 160(6.299) 530 (119) -10(14) 85(185) 0(32) Yes V-2
BSNT 630 X 8.8t 1 10 (0.394) 175(6.890) 580 (130) -10(14) 85(185) 0(32) Yes V-2
BSNT 710 X 8.8t 11 10 (0.394) 200(7.874) 580 (130) -10(14) 85(185) 0(32) Yes V-2

* Standard Colors: Natural White and Black
* Note: Blue, Red, Yellow, Green available upon request. Prefix B-Blue , R-Red , Y-Yellow or G-Green in Part code for selection of Nylon ties.
* 1 - indicates UL Approved.
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]S\ ppi ey p[ol\ RANEF IS "M Marker Tags & Carrier Strips BSC0O

BSCO MARKER TAGS :

Features : Technical Information

« Easy toread Tags. Material : SS 316 grade

e Carrier Strips shall be fastened with various range of BSCO Non-magnetic stainless steel
Cable Ties. Flammability : Fireproof, Halogen Free

e Manually slide into Cable ties, Carriers/strips to create self Resistance to UV
contained wrap tag. Operating Temperature :-80°Cto +300°C

« Available in Letters, Numbers & Various Symbols. Finish : Metallic (Uncoated)

Carrier strip with Marker Tags on Power Cables

Part No. Description Material Eic;ri?t;’
BSTA BS Lock Tag A SS316 100/ bag
BST B BS Lock Tag B SS316 100/ bag
BSTC BS Lock Tag C SS316 100/ bag
BSTD BS Lock Tag D SS316 100/ bag
BSTE BS Lock Tag E SS316 100/ bag
BSTF BS Lock Tag F SS316 100/ bag
BST G BS Lock Tag G SS316 100/ bag
BSTH BS Lock Tag H SS316 100/ bag
BST | BS Lock Tag | SS316 100/ bag Marker Tags
BSTJ BS Lock Tag J SS316 100/ bag 7
BSTK BS Lock Tag K SS316 100/ bag @ = - E =
BST L BS Lock Tag L SS316 100/ bag bd @ o/
BSTM BS Lock Tag M SS316 100/ bag ’i’ :\{ E < Q/
BSTN BS Lock Tag N SS316 | 100/ bag ®‘ = @ X
BST O BS Lock Tag O SS316 100/ bag ‘:_ @ = .%
BST P BS Lock Tag P SS316 | 100/ bag o & 2
BST Q BS Lock Tag Q SS316 100/ bag @ U
BSTR BS Lock Tag R SS316 100/ bag
BSTS BS Lock Tag S SS316 100/ bag
BSTT BS Lock Tag T SS316 100/ bag
BST U BS Lock Tag U SS316 100/ bag Carrier Strips Coated and Uncoated
BSTV BS Lock Tag V SS316 100/ bag
BSTW BS Lock Tag W SS316 100/ bag (= : 3
BST X BS Lock Tag X SS316 100/ bag . -
BSTY BS Lock Tag Y $S316 100/ bag ot =
BSTZ BS Lock Tag Z SS316 100/ bag & P
BST 1 BS Lock Tag 1 SS316 100/ bag —
BST 2 BS Lock Tag 2 SS316 100/ bag —
BST 3 BS Lock Tag 3 SS316 100/ bag
BST 4 BS Lock Tag 4 SS316 100/ bag
BST5 BS Lock Tag 5 SS316 100/ bag
BST 6 BS Lock Tag 6 SS316 100/ bag CARRIER STRIPS - Coated
BST7 BS Lock Tag 7 SS316 100/ bag :
. Width Length Package
BST 8 BS Lock Tag 8 SS316 100/ bag Part No. | Material —— - mm n | mm | Quantity
BST9 BS Lock Tag 9 88316 100/ bag CpplD6 | SS316 | 32/3 925 | 1/3 8 | 100/bag
BST O BS Lock Tag O SS316 100/ bag CpplD10| SS316 | 51/7 | 1306 | 1/3 8 | 100/bag
BST BS Lock Tag 58316 100/ bag CpplD16 | SS316 | 72/5 | 187.7 | 1/3 8 | 100/bag
BST + BS Lock Tag + SS316 100/ bag
BST - BS Lock Tag - SS316 100/ bag CARRIER STRIPS - Uncoated
BST ~ BS Lock Tag ~ SS316 100/ bag i Width Length Package
BST-> | BSLockTag-> | SS316 | 100/bag ks mm | in | mm | Quantiy
BST/ BS Lock Tag / SS316 100/ bag uiD6 SS316 32/3 92.5 1/3 8 100/bag
BST & BS Lock Tag & SS316 100/ bag uiD10 SS316 51/7 130.6 1/3 8 100/bag
BST + BS Lock Tag = 33316 100/ bag uiD16 SS316 72/5 187.7 | 1/3 8 | 100/bag
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IDENTIFICATION SYSTEM RDPRVETLCI@ERT |—)—| -

BSCO CUSTOMIZED ID MARKER TAGS :

Features :

* Available in both Uncoated and Coated Forms.

* Used to Identify pipes, conduit, valves, cables and equipment in petrochemical plants, pulp and paper mills, refinaries, offshore oil rigs
and in any other harsh environments.

* All marker plates / tags can be custom marked by BSCO with one of two computer controlled systems to provides permanent
identification to resist corrosion abrasion and radiation.

» Use with BSCO standard and heavy duty, stainless steel ties.

BSCO ID MARKER TAGS

. Length Width Package
Part No. | Material n mm n mm Quantity Product Images
MT7407 | SS316 3 74 2/7 7 | 100/box (= >
MT8909 | SS316 | 3% 89 3/8 95 | 100/box —— (]
MT5019 SS316 2 50 3/4 19 100/box il il
MT8919 | SS316 | 3% 89 34 19 | 100/box I8 H
MT6338 SS316 2 63 12 38 100/box Iu (|
LASER MARKING SYSTEM : EMBOSSING SYSTEM :
Features : Features :
e Used on all stainless steel cable ties, strapping metal marker ¢ Used on metal plates and tags which are a maximum of
plates/tags 0.5mm thick.
e Bold block letters with Upper and Lower case character e Excellent for application that are exposed to occasional
capability. painting and excessive dirt.
¢ Alphanumeric and sequential numbering ability. * Upper case raised character capability only.
¢ Alphanumeric and sequential numbering ability.

BSCO CUSTOMIZED ( LASER OR EMBOSSED ) ID MARKER TAGS Pack Qty - 100/box , Material - SS 316

Part No. Part No. Length e
Laser Marked Embossed In | mm| In  mm

Product Images Metal Embossing / Laser Etching Details

Single Line- Multiline Characters

MT7407L MT7407E 3 Al er| 7 (e—= MT7407L —>) Laser Etching&(No Embossing)

. ) Single Line- Multiline Characters
MT8909L MTB909E | 3% | 89 | 3/8 | 95| 9 MTES08 L # 3 | Characters Height Option - 3mm & 4mm
T Laser Etching & Embossing Available

b Three Line- Multiline Characters
MT5019L MT5019E 2 50 | 3/4 | 19 | ! | WMT50481E | l Characters Height Option - 3mm & 4mm
| Laser Etching & Embossing Available

7 e Three Line- Multiline Characters
MT8919L MT8919E 3% | 89 | 3/4 | 19 q WTEei8E q Characters Height Option - 3mm & 4mm
- Laser Etching & Embossing Available
Five Line- Multiline Characters
MT6338L MT6338E 2% | 63 | 12 | 38 Characters Height Option - 3mm & 4mm

Laser Etching & Embossing Available
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Cable Clamping And Identification System BscCO

O
-~
\_\
BALL LOCK UNCOATED/COATED BALL LOCK SPRING TYPE A TP MU LOCK RELEASABLE UNCOATED / COATED NYLON CABLE TIE s

UNCOATED / COATED UNCOATED / COATED

MARKING TAG CARRIER STRIP BANDS REGULAR UTILITY BANDS

/.
COATED BANDS Srlilé gx{"‘EPDO/SE g;@é% PRE CUTS BANDS AND BUCKELS / PRECUTS ASSEMBLED STRAPS
e JAW
\

-

N
\4 ,X\ \/

BUCKELS MINI SINGLE SINGLE MOUNTING REGULAR SINGLE MOUNTING BRACKET TWO BOLT BRAGKET WALMOUNTING BRACKET

i‘/"

BT0620 AT2248

&

AT4679 RT254679 BT6919

ACSBCW-10-13 - SINGLE BOLT ACDBRG-30-40 - DOUBLE BOLT ACSBTF-15-18 - SINGLE BOLT CDBTF-15-30 - DOUBLE BOLT
- CLAW CLEAT - REGULAR CLEAT - TREFOIL CLEAT - TREFOIL CLEAT
PCSBRG-9-16 - SINGLE BOLT PCDBRG-46-51 - DOUBLE BOLT PCDBMF-20-36 - DOUBLE BOLT PCDBTF-27-38 - DOUBLE BOLT FIRE CLIPS/SADDLES
- REGULAR CLEAT - REGULAR CLEAT - MULTIFIX CLEAT - TREFOIL CLEAT

RO’HS
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S\ RYC]i[el (HS8 Bands Regular & High Tensile BSCC0O

BSCO STRAPS :
Features :
* Designed for use in critical applications of extreme
temperature, weather, corrosion, strength & radiation are BANDS FOR HIGHLY Superior corrosion resistance in highly
§S316 | CORROSIVE ATMOSPHERIC corrosive industrial and marine atmospheres,
ielleictin: APPLICATION salt water and chemical environments.
* Are available in different material grades of Stainless
Steel, depending upon use of application (S5 316, SS 304 sg304 | BANDS FOR CORROSIVE Corrosion resistance in corrosive industiial
SS 201 & SS 430). ATMOSPHERIC APPLICATION | environments.
e 7 widths available, 6.5mm, 9.5mm, 10mm, 12.7mm,
16mm, 19mm, & 20mm. S8 201 REGULAR BANDS,
 Temperature Range : -80°C to +500°C. HIGH TENSILE APPLICATIONS i . ; . .
» Packed in easy to use plastic tote dispensers, available in 2&%2:;2:?;Leissr:rength L TR
4 colour codes based on band widths. Carton box REGULAR BANDS, '
packing also available. SS430 = ECONOMIC VALUE

APPLICATIONS

Application Tools: BT6919, BT0620.

BSCO REGULAR & HIGH TENSILE STRAPS SELECTION CODE - BSCO XX-UC-06-E-30-5-CB
STRAP LENGTH

BS FINISH WIDTH, MM | MATERIAL ROLLED, MT | THICKNESS, MM PACKAGING
BRAND BSCO | UC - UNCOATED 06-6.5 F-SS 304 25 4-04 CB - CARTON BOX
P - PPA 571 COATED ?g - ?&)5 E-SS316 30 5-0.5 PT - POLYMERIC TOTE
i B - SS 201 50 6-0.65
12-12.7
16-16 A -S8S 430 61 7-07
19-19 7-5 - 0.75
20 - 20 1-1-1.10
T A A A
BS
uc
06
E
30
05
cB
BANDS FOR CORROSIVE ATMOSPHERIC APPLICATION - SS 304
. Width Thickness Finish Length Avg. Breaking Strength .
PR T In mm In mm Feet Mtrs N Ibs Package Quantity
BSUCO06F305CB SS304 1/4 6.5 0.02 05 100 305 1669 375 100/roll
BSUCO6F305PT SS304 1/4 6.5 0.02 05 100 305 1669 375 Red Tote 100/roll
BSUC06F615CB SS304 1/4 6.5 0.02 05 200 61 1669 375 | 200/roll
BSUCO09F306-5CB | SS304 3/8 95 0.03 0.65 100 30.5 3115 700 | 100Yroll
BSUCO09F306-5PT | SS304 3/8 95 0.03 0.65 100 305 3115 700 | Red Tote 100Yroll
BSUCO09F616-5CB | SS304 3/8 95 0.03 0.65 200 61 3115 700 | 200Yroll
BSUC12F307-5CB | SS304 1/2 12.7 0.03 0.75 100 305 4895 1100 | 100Yroll
BSUC12F307-5PT | SS304 1/2 12.7 0.03 0.75 100 305 4895 1100 | Yellow Tote 100/roll
BSUC12F617-5CB | SS304 1/2 12.7 0.03 0.75 200 61 4895 1100 | 200Yroll
BSUC16F307-5CB | SS304 5/8 16 0.03 0.75 100 30.5 6230 1400 | 100Yroll
BSUC16F307-5PT | SS304 5/8 16 0.03 0.75 100 305 6230 1400 | Grey Tote 100Yroll
BSUC16F617-5CB | SS304 5/8 16 0.03 0.75 200 61 6230 1400 | 200Yroll
BSUC19F307-5CB | SS304 3/4 19 0.03 0.75 100 305 7565 1700 | 100Yroll
BSUC19F307-5PT | SS304 3/4 19 0.03 0.75 100 305 7565 1700 | Blue Tote 100/roll
BSUC19F617-5CB | SS304 3/4 19 0.03 0.75 200 61 7565 1700 | 200Yroll
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Bands Regular & High Tensile | —— j——1 N .

BANDS FOR CORROSIVE ATMOSPHERIC APPLICATION - SS 316

Part No. Material - Width — I':;hlcknessmm :;r;sh Lens;tr:s Avg.NBreaklng S}lr;esngth Package Quantity
BSUCO06E305CB SS316 1/4 6.5 0.02 0.5 100 30.5 1780 400 100Yroll
BSUCO06E305PT SS316 1/4 6.5 0.02 0.5 100 30.5 1780 400 Red Tote 100'/roll
BSUC06E615CB SS316 1/4 6.5 0.02 0.5 200 61 1780 400 200'/roll
BSUC09E306-5CB SS316 3/8 95 0.03 0.65 100 30.5 3338 750 100Yroll
BSUCO09E306-5PT SS316 3/8 9.5 0.03 0.65 100 305 3338 750 Red Tote 100'/roll
BSUCO09E616-5CB SS316 3/8 95 0.03 0.65 200 61 3338 750 2007roll
BSUC12E307-5CB SS316 1/2 12.7 0.03 0.75 100 30.5 5340 1200 1007roll
BSUC12E307-5PT SS316 1/2 12.7 0.03 0.75 100 30.5 5340 1200 Yellow Tote 100/roll
BSUC12E617-5CB SS316 1/2 12.7 0.03 0.75 200 61 5340 1200 200'/roll
BSUC16E307-5CB SS316 5/8 16 0.03 0.75 100 30.5 6675 1500 100/roll
BSUC16E307-5PT SS316 5/8 16 0.03 0.75 100 30.5 6675 1500 Grey Tote 100/roll
BSUC16E617-5CB SS316 5/8 16 0.03 0.75 200 61 6675 1500 200'/roll
BSUC19E307-5CB SS316 3/4 19 0.03 0.75 100 30.5 8010 1800 1007roll
BSUC19E307-5PT SS316 3/4 19 0.03 0.75 100 30.5 8010 1800 Blue Tote 100/roll
BSUC19E617-5CB SS316 3/4 19 0.03 0.75 200 61 8010 1800 200Yroll

BANDS FOR HIGH TENSILE APPLICATION - SS201

Part No. Material Width Thickness Finish Length Avg. Breaking Strength Package Quantity
In mm In mm Feet Mtrs N Ibs

BSUC06B305CB SS201 1/4 6.5 0.02 0.5 100 30.5 2225 500 100/roll
BSUC06B305PT SS201 1/4 6.5 0.02 0.5 100 30.5 2225 500 Red Tote 100/roll
BSUC06B615CB SS201 1/4 6.5 0.02 0.5 200 61 2225 500 200'/roll
BSUC09B306-5CB SS201 3/8 15 0.03 0.65 100 30.5 4005 900 100Yroll
BSUC09B306-5PT SS201 3/8 9.5 0.03 0.65 100 30.5 4005 900 Red Tote 100/roll
BSUC09B616-5CB SS201 3/8 06 0.03 0.65 200 61 4005 900 200/roll
BSUC12B307-5CB SS201 1/2 12.7 0.03 0.75 100 30.5 6675 1500 100/roll
BSUC12B307-5PT SS201 1/2 12.7 0.038 0.75 100 30.5 6675 1500 Yellow Tote 100'/roll
BSUC12B617-5CB SS201 1/2 12.7 0.03 0.75 200 61 6675 1500 200'/roll
BSUC16B307-5CB SS201 5/8 16 0.03 0.75 100 30.5 8344 1875 100/roll
BSUC16B307-5PT SS201 5/8 16 0.03 0.75 100 30.5 8344 1875 Grey Tote 100//roll
BSUC16B617-5CB SS201 5/8 16 0.03 0.75 200 61 8344 1875 2007roll
BSUC19B307-5CB SS201 3/4 19 0.03 0.75 100 30.5 10013 2250 100Yroll
BSUC19B307-5PT SS201 3/4 19 0.03 0.75 100 30.5 10013 2250 Blue Tote 100/roll
BSUC19B617-5CB SS201 3/4 19 0.03 0.75 200 61 10013 2250 200Yroll

BANDS FOR HIGH TENSILE APPLICATION - SS430

Part No. Material - Width — I':;hlcknessmm ;;ZLSh Lens:tr:s Avg.N Breaking S}gesngth Package Quantity
BSUCO06A305CB SS430 1/4 6.5 0.02 0.5 100 30.5 1669 375 100Yroll
BSUCO06A305PT SS430 1/4 6.5 0.02 0.5 100 30.5 1669 375 Red Tote 100/roll
BSUCO06A615CB SS430 1/4 6.5 0.02 0.5 200 61 1669 375 200'/roll
BSUC09A306-5CB SS430 3/8 15 0.03 0.65 100 30.5 3115 700 1007roll
BSUC09A306-5PT SS430 3/8 9.5 0.03 0.65 100 30.5 3115 700 Red Tote 100'/roll
BSUC09A616-5CB SS430 3/8 ol5 0.03 0.65 200 61 Gilllls 700 200'roll
BSUC12A307-5CB SS430 1/2 12.7 0.03 0.75 100 30.5 4895 1100 100/roll
BSUC12A307-5PT SS430 1/2 12.7 0.03 0.75 100 30.5 4895 1100 Yellow Tote 100/roll
BSUC12A617-5CB SS430 1/2 12.7 0.03 0.75 200 61 4895 1100 200/roll
BSUC16A307-5CB SS430 5/8 16 0.03 0.75 100 30.5 6230 1400 100/roll
BSUC16A307-5PT SS430 5/8 16 0.03 0.75 100 30.5 6230 1400 Grey Tote 100/roll
BSUC16A617-5CB SS430 5/8 16 0.03 0.75 200 61 6230 1400 200/roll
BSUC19A307-5CB SS430 3/4 19 0.03 0.75 100 30.5 7565 1700 100/roll
BSUC19A307-5PT SS430 3/4 19 0.03 0.75 100 30.5 7565 1700 Blue Tote 100/roll
BSUC19A617-5CB SS430 3/4 19 0.03 0.75 200 61 7565 1700 200/roll
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A\ pRg-1iel (NS Utility Bands

UTILITY BANDS :

Features :

Bands available in SS 201, SS 304, SS 316 & SS 430 grades of stainless steel.
Packed in easy to use plastic tote dispensers, available in 4 colour codes based on band widths.

Carton box packing also available.
Specially packed for industrial and utilities requirement.
Application Tools: BSCO-BT0620.

BANDS FOR HIGH TENSILE APPLICATION - SS304

Part No. Material Width Thickness

In mm In mm
BSUC10F304 SS304 2/5 10 0.02 0.4
BSUC10F504 SS304 2/5 10 0.02 0.4
BSUC10F307 SS304 2/5 10 0.03 0.7
BSUC10F507 SS304 2/5 10 0.03 0.7
BSUC20F304 SS304 4/5 20 0.02 0.4
BSUC20F504 SS304 4/5 20 0.02 0.4
BSUC20F307 SS304 4/5 20 0.03 0.7
BSUC20F507 SS304 4/5 20 0.03 0.7

BANDS FOR HIGH TENSILE APPLICATION - SS316

Part No. Material Width Thickness

In mm In mm
BSUC10E304 SS316 2/5 10 0.02 0.4
BSUC10E504 SS316 2/5 10 0.02 0.4
BSUC10E307 SS316 2/5 10 0.03 0.7
BSUC10E507 SS316 2/5 10 0.03 0.7
BSUC20E304 SS316 4/5 20 0.02 0.4
BSUC20E504 SS316 4/5 20 0.02 0.4
BSUC20E307 SS316 4/5 20 0.03 0.7
BSUC20E507 SS316 4/5 20 0.03 0.7

BANDS FOR HIGH TENSILE APPLICATION - SS201

Part No. Material n Width mm I-Ir-1 hlcknessmm
BSUC10B304 SS201 2/5 10 0.02 0.4
BSUC10B504 SS201 2/5 10 0.02 0.4
BSUC10B307 SS201 2/5 10 0.03 0.7
BSUC10B507 SS201 2/5 10 0.03 0.7
BSUC20B304 SS201 4/5 20 0.02 0.4
BSUC20B504 SS201 4/5 20 0.02 0.4
BSUC20B307 SS201 4/5 20 0.03 0.7
BSUC20B507 SS201 4/5 20 0.03 0.7

BANDS FOR HIGH TENSILE APPLICATION - SS430

Part No. Material Width Thickness

In mm In mm
BSUC10A304 SS430 2/5 10 0.02 0.4
BSUC10A504 SS430 2/5 10 0.02 0.4
BSUC10A307 SS430 2/5 10 0.03 0.7
BSUC10A507 SS430 2/5 10 0.03 0.7
BSUC20A304 SS430 4/5 20 0.02 0.4
BSUC20A504 SS430 4/5 20 0.02 0.4
BSUC20A307 SS430 4/5 20 0.03 0.7
BSUC20A507 SS430 4/5 20 0.03 0.7

)
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Finish Length

Feet Mtrs
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50

Finish Length

Feet Mtrs
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50

Finish Length

Feet Mtrs
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50

Finish Length

Feet Mtrs
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50
98.5 30
164 50

www.speedwellindia.com c@us
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Avg. Breaking Strength Package Quantity

N Ibs
2114 475 30 mtr/roll
2114 475 50 mitr/roll
3338 750 30 mtr/roll
3338 750 50 mtr/roll
4450 1000 30 mtr/roll
4450 1000 50 mtr/roll
6675 1500 30 mtr/roll
6675 1500 50 mitr/roll

Avg. Breaking Strength B en ELATY

N Ibs
2225 500 30 mtr/roll
2225 500 50 mitr/roll
4005 900 30 mtr/roll
4005 900 50 mtr/roll
5340 1200 30 mtr/roll
5340 1200 50 mitr/roll
8010 1800 30 mtr/roll
8010 1800 50 mtr/roll

Avg. Breaking Strength Package! Quantity

N Ibs
3560 800 30 mtr/roll
3560 800 50 mtr/roll
5340 1200 30 mtr/roll
5340 1200 50 mitr/roll
6675 1500 30 mtr/roll
6675 1500 50 mtr/roll
10235 2300 30 mtr/roll
10235 2300 50 mtr/roll

Avg. Breaking Strength Package Quantity

N Ibs
2114 475 30 mtr/roll
2114 475 50 mtr/roll
3338 750 30 mtr/roll
3338 750 50 mitr/roll
4450 1000 30 mtr/roll
4450 1000 50 mtr/roll
6675 1500 30 mitr/roll
6675 1500 50 mtr/roll
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HEAVY BANDS :

Features :

Heavy Duty Bands

e Bands available in SS 201, SS 304 , SS 316 & SS 430 grades

of stainless steel.

» Bands for heavy duty industrial applications.
» Packing in carton boxes only.

BANDS FOR HIGH TENSILE APPLICATION - SS304

|—)—| -

Part No. Material - Width — l‘:;hmknessmm ;(.l;r;ItSh Leng'\;/:tr:s Avg.N Breaking S}:Sngth Package Quantity
BSUC19F301-1 SS304 3/4 19 0.04 1.1 100 30.5 11570 2600 1007roll
BSUC25F301-1 SS304 1 25 0.04 1.1 100 30.5 15575 3500 1007roll
BSUC32F301-1 SS304 11/4 32 0.04 1.1 100 30.5 19580 4400 100Y/roll

BANDS FOR HIGH TENSILE APPLICATION - SS316

Part No. Material - Width — I‘:']mcknessmm :;r(:tsh Len;‘\:]ﬂttr:s Avg.N Breaking Sftrfsngth B en ELATY
BSUC19E301-1 SS316 3/4 19 0.04 1.1 100 30.5 12015 2700 100/roll
BSUC25E301-1 SS316 1 25 0.04 1.1 100 30.5 16020 3600 100/roll
BSUC32E301-1 SS316 11/4 32 0.04 1.1 100 30.5 20025 4500 1007roll

BANDS FOR HIGH TENSILE APPLICATION - SS201

Part No. Material - Width — I'Ir']hlcknessmm :;zltsh Lenﬁﬂttr:s Avg.N Breaking S}E:Sngth Package! Quantity
BSUC19B301-1 SS201 3/4 19 0.04 1.1 100 30.5 14685 3300 100/roll
BSUC25B301-1 SS201 1 25 0.04 1.1 100 30.5 19580 4400 100Y/roll
BSUC32B301-1 SS201 11/4 32 0.04 1.1 100 30.5 24475 5500 100/roll

BANDS FOR HIGH TENSILE APPLICATION - SS430

Part No. Material - Width — I':;hlcknessmm :;r:tsh Lenﬁ/lt::S Avg.NBreaklng Sflr;esngth Package Quantity
BSUC19A301-1 SS430 3/4 19 0.04 11 100 30.5 11570 2600 100/roll
BSUC25A301-1 SS430 1 25 0.04 11 100 30.5 15575 3500 1007roll
BSUC32A301-1 SS430 11/4 32 0.04 11 100 30.5 19580 4400 100roll

e ———_
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S\ XA={V[e (M= PPA 571 Coated Bands BSCC0O

BSCO COATED BANDS STRAPS :

Features :
» Designed for use applications that requires various bundle diameters.

e Available in different material grades of Stainless Steel, depending upon use of application (SS 316-Superior corrosion resistance in
Harsh offshore environments, SS 304-Economical band suitable for light duty applications in typical atmospheres & good corrosion
resistance).

» Reduces installation time and leaves no sharp edges providing additional edge protection.

* 5 widths available, 6.5mm, 9.5mm, 12.7mm, 16mm , & 19mm.

» Temperature Range : -80°C to +150°C.

* Available with PPA coating ( Halogen Free ) for superior corrosion resistance & smoother edges.

» Packed in easy to use plastic tote dispensers, available in 4 colour codes based on band widths.
» Carton box packing also available

* Application Tools: BT0620.

BSCO PPA COATED STRAPS SELECTION CODE - BSP06 F251CB

STRAP LENGTH
BS FINISH WIDTH, MM | MATERIAL ROLLED, MT THICKNESS, MM PACKAGING
BRAND BSCO P-PPA COATED 06-6.5 F-SS 304 25 1-1-1.10 CB - CARTON BOX
09-95 E-SS316 PT - POLYMERIC TOTE
12-12.7
16-16
19-19
_T A A A A
BS
P
06
F
25
1
CcB

@
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PPA 571 Coated Bands | —— p——] I .

BSCO COATED BANDS STRAPS :

PPA 571 Features :
PPA 571 (Performance Polymer Alloy Coating), a thermoplastic coating powder specifically designed
to provide excellent adhesion for exterior applications to mild steel, Stainless steel and Aluminum.

PPA 571 is based on an alloy of acid modified Polyolefins. Hence Halogen free and the combustion
fumes are low in smoke and have a low toxicity index.

Superior resistance to sun, salt and sea water.

Resistant to adverse weather conditions, detergents, salt spray and typical airborne pollutants.

Excellent impact and sand abrasion resistance .

Coating maintains excellent adhesion to the metal substrate without the need for a separate primer &
also provides good abrasion and impact resistance.

Application : Chemical, Petrochemical, Subsea and Mining Industries.

BANDS FOR HIGHLY CORROSIVE APPLICATIONS PPA 571 COATED - SS 304

Part No. Material - Width — I‘:']mcknessmm :;r(:tsh Len'?/:tr:s Avg.N Breaking Sftrf;gth e A
BSP06F251-1CB SS304 1/4 6.5 0.04 1.1 825 25 1490 335 82.5roll
BSPO6F251-1PT SS304 1/4 6.5 0.04 1.1 825 25 1490 335 Red Tote 82.5//roll
BSP0O9F251-1CB SS304 3/8 9.5 0.04 1.1 82.5 25 2250 505 82.5roll
BSPO9F251-1PT SS304 3/8 9.5 0.04 1.1 82.5 25 2250 505 Red Tote 82.5roll
BSP12F251-1CB SS304 1/2 12.7 0.04 1.1 825 25 2980 670 82.5/roll
BSP12F251-1PT SS304 1/2 12.7 0.04 1.1 825 25 2980 670 yellow Tote 82.5/roll
BSP16F251-1CB SS304 5/8 16 0.04 1.1 825 25 3740 840 82.5roll
BSP16F251-1PT SS304 5/8 16 0.04 1.1 825 25 3740 840 Grey Tote 82.5/roll
BSP19F251-1CB SS304 3/4 19 0.04 1.1 82.5 25 4450 1000 82.5roll
BSP19F251-1PT SS304 3/4 19 0.04 1.1 82.5 25 4450 1000 Blue Tote 82.5/roll

BANDS FOR HIGHLY CORROSIVE APPLICATIONS PPA 571 COATED - SS 316

Part No. Material = Width — I':;hlcknessmm :;r;sh Lens;tr:s Avg.NBreaklng Sfir::gth Package Quantity
BSP06E251-1CB SS316 1/4 6.5 0.04 11 82.5 25 1490 335 82.5/roll
BSP06E251-1PT SS316 1/4 6.5 0.04 11 82.5 25 1490 335 Red Tote 82.5/roll
BSPO9E251-1CB SS316 3/8 9.5 0.04 11 82.5 25 2250 505 82.5/roll
BSPO9E251-1PT SS316 3/8 95 0.04 11 82.5 25 2250 505 Red Tote 82.5roll
BSP12E251-1CB SS316 1/2 12.7 0.04 1.1 825 25 2980 670 82.5/roll
BSP12E251-1PT SS316 1/2 12.7 0.04 1.1 825 25 2980 670 yellow Tote 82.5roll
BSP16E251-1CB SS316 5/8 16 0.04 11 82.5 25 3740 840 82.5rall
BSP16E251-1PT SS316 5/8 16 0.04 1.1 82.5 25 3740 840 Grey Tote 82.5/roll
BSP19E251-1CB SS316 3/4 19 0.04 11 82.5 25 4450 1000 82.5/roll
BSP19E251-1PT SS316 3/4 19 0.04 1.1 825 25 4450 1000 Blue Tote 82.5/roll
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1N\ RR={I[e] (B All Purpose Bands PPA 571 Coated BSCO

ALL PURPOSE BANDS FOR EASY AND FAST INSTALLATION :

Features :

» Perforated band with evenly spaced holes enables
fastening with nut & bolt, screw or cable tie.

e Finish: PPA 571 halogen free coated.

 Easy to install All Purpose Band.

e Packing in carton boxes only.

» Application Tools: BT0620.

BSCO ALL PURPOSE BANDS SELECTION CODE-BS AP 12E 10 7-5

TRAP LENGTH
BS X FINISH WIDTH, MM MATERIAL SROLLED, I\CI?T
BRAND A- ALL PURPOSE BAND UC - UNCOATED 12-12.7 F - SS 304 03-3
BSCO PS - PERFORATED STRIP P-PPA COATED 19-19 E-SS 316 10-10
G - Galvanised 25-25
Carbon Steel
AL - Aluminium

Bs J T A A

12

10

CCoCo

ALL PURPOSE BANDS PPA 571 COATED - SS 304

Part No. Material = Width - Ir;I'hlcknesns"n D|Ia:]meter ofsrc;le FI::tlsh Len'att?S Package Quantity
BSAP12F03 SS304 1/2 12.7 0.04 11 3/16 5 9.9 3 9.97 roll
BSAP12F10 SS304 1/2 12.7 0.04 11 3/16 ) 88 10 33/ roll
BSAP12F25 SS304 1/2 12.7 0.04 11 3/16 ) 82.5 25 82.5Y roll
BSAP19F03 SS304 3/4 19 0.04 1.1 9/32 7 9.9 3 9.9/ roll
BSAP19F10 SS304 3/4 19 0.04 11 9/32 7 33 10 33/ roll
BSAP19F25 SS304 3/4 19 0.04 1.1 9/32 7 82.5 25 82.5 roll

ALL PURPOSE BANDS PPA 571 COATED - SS 316

Part No. Material = Width — Ir;I'hicknes;m Dilanmeter ofgr(;le FI;i:tish Len'\gljlttt:s Package Quantity
BSAP12E03 SS316 1/2 12.7 0.04 11 3/16 {5) 9.9 &) 9.9/ roll
BSAP12E10 SS316 1/2 12.7 0.04 1.1 3/16 5 33 10 33/ roll
BSAP12E25 SS316 1/2 12.7 0.04 1.1 3/16 5 82.5 25 82.57 roll
BSAP19E03 SS316 3/4 19 0.04 11 9/32 7 99 3 9.97 roll
BSAP19E10 SS316 3/4 19 0.04 11 9/32 7 33 10 33/ roll
BSAP19E25 SS316 3/4 19 0.04 1.1 9/32 7 82.5 25 82.5Y roll

ALL PURPOSE BANDS PPA 571 COATED - GCS

Part No. Material | Width Thickness Diameter of Hole Finish Length Package Quantity
n mm In mm In mm Feet Mtrs

BSAP12G03 GCS 1/2 12.7 0.04 11 3/16 5 9.9 3 9.97 roll
BSAP12G10 GCS 1/2 12.7 0.04 11 3/16 5 33 10 337 roll
BSAP12G25 GCS 1/2 127 0.04 11 3/16 5 82.5 25 82.5Y roll
BSAP19G03 GCS 3/4 19 0.04 11 9/32 7 99 & 9.9/ roll
BSAP19G10 GCS 3/4 19 0.04 11 9/32 7 33 10 33/ roll
BSAP19G25 GCS 3/4 19 0.04 1.1 9/32 7 82.5 25 82.5/ roll
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All Purpose Bands Uncoated | ——j——1 N .

ALL PURPOSE BANDS FOR EASY AND FAST INSTALLATION :

PPA 571 Features :

» Perforated band with evenly spaced holes enables
fastening with nut & bolt, screw or cable tie.

e Finish: Uncoated.

 Easy to install All Purpose Band.

e Packing in carton boxes only.

» Application Tools: BT0620.

ALL PURPOSE BANDS UNCOATED - SS 304

Part No. Material | Width Thickness Diameter of Hole Finish Length Package Quantity
n mm In mm In mm Feet Mtrs

BSAUC12F03 SS304 1/2 12.7 0.04 11 3/16 5 9.9 3 9.97 roll
BSAUC12F10 SS304 1/2 12.7 0.04 11 3/16 5 33 10 33/ roll
BSAUC12F25 SS304 1/2 12.7 0.04 11 3/16 5 82.5 25 82.57 roll
BSAUC19F03 SS304 3/4 19 0.04 1.1 9/32 7 9.9 & 9.9/ roll
BSAUC19F10 SS304 3/4 19 0.04 11 9/32 7 33 10 337 roll
BSAUC19F25 SS304 3/4 19 0.04 1.1 9/32 7 82.5 25 82.57 roll

ALL PURPOSE BANDS UNCOATED - SS 316

Part No. Material = Width - Ir;I'hlcknesns"n D|Ia:]meter ofsrc;le FI::tlsh Len'\glgltt?S Package Quantity
BSAUC12E03 SS316 1/2 12.7 0.04 11 3/16 5 9.9 3 9.97 roll
BSAUC12E10 SS316 1/2 12.7 0.04 1.1 3/16 ) 88 10 33/ roll
BSAUC12E25 SS316 1/2 12.7 0.04 11 3/16 ) 82.5 25 82.5Y roll
BSAUC19E03 SS316 3/4 19 0.04 11 9/32 7 9.9 3 9.9/ roll
BSAUC19E10 SS316 3/4 19 0.04 11 9/32 7 33 10 337/ roll
BSAUC19E25 SS316 3/4 19 0.04 1.1 9/32 7 82.5 25 82.5 roll

ALL PURPOSE BANDS UNCOATED - GCS

Part No. Material = Width — Ir;I'hicknes;m Dile:‘meter ofgr(;le FI;i:tish Len'\gljlttt:s Package Quantity
BSAUC12G03 GCS 1/2 12.7 0.04 11 3/16 {5) 9.9 &) 9.9/ roll
BSAUC12G10 GCS 1/2 12.7 0.04 1.1 3/16 5 33 10 33/ roll
BSAUC12G25 GCS 1/2 127 0.04 11 3/16 5 82.5 25 82.57 roll
BSAUC19G03 GCS 3/4 19 0.04 1.1 9/32 7 99 3 9.97 roll
BSAUC19G10 GCS 3/4 19 0.04 11 9/32 7 33 10 33/ roll
BSAUC19G25 GCS 3/4 19 0.04 1.1 9/32 7 82.5 25 82.5Y roll
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YN RR={I[e] (B Aluminium Perforated Strap BSCO

ALUMINIUM PERFORATED STRAP FOR EASY AND FAST INSTALLATION:

Features :
 Easy to install Aluminium Perforated Band for light duty applications.

» Perforated band with evenly spaced holes & slots enables fastening with nut & bolt, screw or cable tie.
» Uncoated & Polyester colour coated bands available.
* 10 & 25 meter pre-cut lengths packaged in convenient carton boxes.

* Application Tools: BT0620.

BSCO ALUMINIUM PERFORATED STRIP
Part No

: BSAB25AL-25-G
: Aluminium
:19mm
ss £ 1.20mm
th Y

Part No. Material %%allgﬂg = Wldthmm |:hmknes; = IIDr:a. of H;:I:1 FIZZLsh Len'a:?s l(:’)i(:(r?tigt;la
BSPS19AL-10-O | Aluminium | Orange 0.75 19 0.047 1.2 0.28 7 33 10 33roll
BSPS19AL-25-O | Aluminium | Orange 0.75 19 0.047 1.2 0.28 7 82.5 25 82.5roll
BSPS19AL-10-G | Aluminium Grey 0.75 19 0.047 1.2 0.28 7 33 10 33/roll
BSPS19AL-25-G | Aluminium Grey 0.75 19 0.047 1.2 0.28 7 82.5 25 82.5roll

@
E-484185

[5) o
36 SPEEHWEll www.speedwellindia.com

COMMITTED TO EXCELLENCE



Pre-Cut Band and Buckle | —— ——] . .

CENTER PUNCH PREFORMED CLAMPS :

PPA 571 Features :
* Used in less demanding applications where minimizing leaks and longevity are not critical.

e Lock with impact from a hammer using a conical punch.

» Double wrapped using Stainless Steel strap.

» Manufactured with thicker Stainless Steel buckles.

* Not recommended for use with fittings that may crack as a result of impact.
* Available in SS201, SS304, SS316 materials in widths of 10mm & 16mm.

* Application Tools: BT6919, BT0620.

Part No. and Stainless Steel Grade Width Thickness Inside Dia. Package

$S304 SS316 $S201 In mm In mm In mm Quantity
BSPF1020 BSPE1020 BSPB1020 2/5 10 0.026 0.65 13/16 20 100/box
BSPF1035 BSPE1035 BSPB1035 2/5 10 0.026 0.65 13/8 35 100/box
BSPF1625 BSPE1625 BSPB1625 5/8 16 0.026 0.65 1 25 100/box
BSPF1632 BSPE1632 BSPB1632 5/8 16 0.026 0.65 11/4 32 100/box
BSPF1638 BSPE1638 BSPB1638 5/8 16 0.026 0.65 11/2 38 100/box
BSPF1644 BSPE1644 BSPB1644 5/8 16 0.026 0.65 13/4 44 100/box
BSPF1651 BSPE1651 BSPB1651 5/8 16 0.026 0.65 2 51 100/box
BSPF1657 BSPE1657 BSPB1657 5/8 16 0.026 0.65 21/4 57 100/box
BSPF1664 BSPE1664 BSPB1664 5/8 16 0.026 0.65 21/2 64 50/box
BSPF1670 BSPE1670 BSPB1670 5/8 16 0.026 0.65 23/4 70 50/box
BSPF1676 BSPE1676 BSPB1676 5/8 16 0.026 0.65 &) 76 50/box
BSPF1689 BSPE1689 BSPB1689 5/8 16 0.026 0.65 31/2 89 50/box
BSPF16102 BSPE16102 BSPB16102 5/8 16 0.026 0.65 4 102 50/box
BSPF16114 BSPE16114 BSPB16114 5/8 16 0.026 0.65 41/2 114 50/box
BSPF16127 BSPE16127 BSPB16127 5/8 16 0.026 0.65 5 127 50/box
BSPF16152 BSPE16152 BSPB16152 5/8 16 0.026 0.65 6 152 50/box
BSPF16165 BSPE16165 BSPB16165 5/8 16 0.026 0.65 61/2 165 50/box
BSPF16178 BSPE16178 BSPB16178 5/8 16 0.026 0.65 7 177 50/box
BSPF16203 BSPE16203 BSPB16203 5/8 16 0.026 0.65 8 203 50/box
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N\ D RR={I[e] (Bl Precut Assembled Straps BSCO

PRECUT ASSEMBLED STRAPS

Features :
* Ready to use pre-cut band, assembled with buckles, Jaw or Wing type

e Time saving & cost effective solution for large projects.
 Standard length & loop diameters available allowing fast installation and less scrap material.

* Available in high tensile SS201 as standard range, SS304, SS316 & SS430 can be offered on request.

JAW TYPE PRECUT STRAP

Maximum Dia.

/ \ Part No. Material Width Thickness S el LEmg Single Wrap Double Wrap Poi(i(riﬁe
/A In mm In mm In cm In cm feet mtrs. i
7 \"\ BSPCJ12A207 SS201 1/2 12.7 0.03 0.76 20 51 4 102 2 51 25/ box
/ BSPCJ12A247 SS201 1/2 12.7 0.03 0.76 24 61 5] 127 21/2 64 25/box
&’ 4 \ BSPCJ12A277 SS201 1/2 12.7 0.03 0.76 27 69 6 152 &} 76 25/ box
BSPCJ12A347 SS201 1/2 12.7 0.03 0.76 34 89 8 203 4 102 25/box
/é; BSPCJ12A417 SS201 1/2 12.7 0.03 0.76 41 104 10 254 5 127 25/ box
BSPCJ12A487 SS201 1/2 12.7 0.03 0.76 48 122 12 305 6 152 25/box
BSPCJ12A557 SS201 1/2 12.7 0.03 0.76 55 140 14 356 7 178 25/ box
BSPCJ12A697 SS201 1/2 12.7 0.03 0.76 69 175 18 457 9 229 25/box
BSPCJ12A767 SS201 1/2 12.7 0.03 0.76 76 193 20 508 10 254 25/ box
BSPCJ12A907 SS201 1/2 12.7 0.03 0.76 90 229 24 610 12 305 25/box
BSPCJ19A207 SS201 3/4 19 0.03 0.76 20 51 4 102 2 51 25/ box
BSPCJ19A247 SS201 3/4 19 0.03 0.76 24 61 5] 127 21/2 64 25/box
BSPCJ19A277 SS201 3/4 19 0.03 0.76 27 69 6 152 3 76 25/ box
BSPCJ19A347 SS201 3/4 19 0.03 0.76 34 89 8 203 4 102 25/box
BSPCJ19A417 SS201 3/4 19 0.03 0.76 41 104 10 254 5 127 25/ box
BSPCJ19A487 SS201 3/4 19 0.03 0.76 48 122 12 305 6 152 25/box
BSPCJ19A557 SS201 3/4 19 0.03 0.76 55 140 14 356 7 178 25/ box
BSPCJ19A697 SS201 3/4 19 0.03 0.76 69 175 18 457 9 229 25/box
BSPCJ19A767 SS201 3/4 19 0.03 0.76 76 193 20 508 10 254 25/ box
BSPCJ19A907 SS201 3/4 19 0.03 0.76 90 229 24 610 12 305 25/box

*Jaw type Precut straps also available in 9.5mm and 16mm widths on request

WING TYPE PRECUT STRAP

Maximum Dia.

Part No. Material Width Thickness Finished Length S e Double Wrap zaCkaQe

In mm In mm In cm In cm feet mirs. uantity
-~ BSPCWO06A105 | SS201 1/4 6.5 0.02 0.5 10 25 2 20 Not Suggested 50/box
BSPCWO06A165 SS201 1/4 6.5 0.02 0.5 16 40 31/2 88 11/2 38 50/box
/(, BSPCWO06A195 SS201 1/4 6.5 0.02 0.5 19 48 5 127 21/2 63 50/box
BSPCWO06A265 SS201 1/4 6.5 0.02 0.5 26 68 7 177 31/2 88 50/box
BSPCWO06A345 SS201 1/4 6.5 0.02 0.5 34 86 9 228 41/2 114 50/box
BSPCWO09A166 SS201 3/8 Ol 0.26 0.65 16 40 31/2 88 11/2 38 50/box
BSPCW09A446 SS201 3/8 9.5 0.26 0.65 44 12 12 305 6 152 50/box
BSPCW12A187 SS201 1/2 12.7 0.03 0.76 18 45 4 102 2 50 50/box
BSPCW12A317 SS201 1/2 12.7 0.03 0.76 31 78 8 203 4 101 50/box
BSPCW16A217 SS201 5/8 16 0.03 0.76 21 58 ) 127 21/2 63 50/box
BSPCW16A567 SS201 5/8 16 0.03 0.76 56 142 16 406 8 203 50/box
BSPCW16A697 SS201 5/8 16 0.03 0.76 69 508 20 508 10 175 50/box
BSPCW19A247 SS201 3/4 19 0.03 0.76 24 60 6 152 3 76 50/box
BSPCW19377 SS201 3/4 19 0.03 0.76 87 93 10 254 5) 127 50/box
BSPCW19A507 SS201 3/4 19 0.03 0.76 50 127 14 355 7 177 50/box
BSPCW19A627 SS201 3/4 19 0.03 0.76 62 157 18 457 8 228 50/box
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Buckles | —— ——] . .

BUCKLES - JAW TYPE UNCOATED

Part No. Part No. Part No. Width Package
304 316 201 In mm Quantity
BSUCO06FJ BSUCO6EJ BSUC06BJ 1/4 6.5 100/box
BSUC09FJ BSUCOQ9EJ BSUC09BJ 3/8 9.5 100/box
BSUC10FJ BSUC10EJ BSUC10BJ 2/5 10 100/box
BSUC12FJ BSUC12EJ BSUC12BJ 1/2 12.7 100/box
BSUC16FJ BSUC16EJ BSUC16BJ 5/8 16 100/box
BSUC19FJ BSUC19EJ BSUC19BJ 3/4 19 100/box
BSUC20FJ BSUC20EJ BSUC20BJ 4/5 20 100/box

BUCKLES - JAW TYPE COATED

Part No. Part No. Part No. Width Package
304 316 201 In mm Quantity
BSCTO6FJ BSCTO6EJ BSCTO6BJ 1/4 6.5 100/box
BSCTO09FJ BSCTO09EJ BSCT09BJ 3/8 9.5 100/box
BSCT10FJ BSCT10EJ BSCT10BJ 2/5 10 100/box
BSCT12FJ BSCT12EJ BSCT12BJ 1/2 12.7 100/box
BSCT16FJ BSCT16EJ BSCT16BJ 5/8 16 100/box
BSCT19FJ BSCT19EJ BSCT19BJ 3/4 19 100/box
BSCT20FJ BSCT20EJ BSCT20BJ 4/5 20 100/box

BUCKLES - WING TYPE UNCOATED

Part No. Part No. Part No. Width Package
304 316 201 In mm Quantity
BSUC06FW BSUCO6EW BSUC06BW 1/4 6.5 100/box
BSUCQ9FW BSUCO9EW BSUC09BW 3/8 9.5 100/box
BSUC10FW BSUC10EW BSUC10BW 2/5 10 100/box
BSUC12FW BSUC12EW BSUC12BW 1/2 12.7 100/box
BSUC16FW BSUC16EW BSUC16BW 5/8 16 100/box 7
BSUC19FW BSUC19EW BSUC19BW 3/4 19 100/box
BSUC20FW BSUC20EW BSUC20BW 4/5 20 100/box
BUCKLES - WING TYPE COATED
Part No. Part No. Part No. Width Package
304 316 201 In mm Quantity
BSCTO6FW BSCTOBEW BSCT06BW 1/4 6.5 100/box
BSCTO9FW BSCTO9EW BSCT09BW 3/8 9.5 100/box
BSCT10FW BSCT10EW BSCT10BW 2/5 10 100/box
BSCT12FW BSCT12EW BSCT12BW 1/2 12.7 100/box
BSCT16FW BSCT16EW BSCT16BW 5/8 16 100/box '
BSCT19FW BSCT19EW BSCT19BW 3/4 19 100/box
BSCT20FW BSCT20EW BSCT20BW 4/5 20 100/box
BUCKLES - SCREW TYPE UNCOATED
Part No. Part No. Part No. Width Package
304 316 201 In mm Quantity
BSUCO06FS BSUCO6ES BSUC06BS 1/4 6.5 100/box
BSUCO9FS BSUCO9ES BSUC09BS 3/8 9.5 100/box
BSUC10FS BSUC10ES BSUC10BS 2/5 10 100/box
BSUC12FS BSUC12ES BSUC12BS 1/2 12.7 100/box Q
BSUC16FS BSUC16ES BSUC16BS 5/8 16 100/box
BSUC19FS BSUC19ES BSUC19BS 3/4 19 100/box
BSUC20FS BSUC20ES BSUC20BS 4/5 20 100/box
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7\ R-:{i[e (A28 Sing Mounting Brackets BSCOoO

MINI SINGLE BOLT BRACKET

. Slot Width Package
Part No. Material o n | LeaT¥Pe | o iy

Straight Leg Mini Bracket .
BSMB1278 Corrosion resistant steel, 1/2" slot only. L2 172 Straight | 50/box

V BSMB127SBW Straight Leg Mini Bracket 127 | 1/2 | Straight | 50/box

Corrosion resistant steel, 1/2" slot with SS Bolt and Washer

< Flared Leg Mini Bracket .
g" SSRGS Corrosion resistant steel, 1/2" slot only. L=l U2 Straight | 50/box

Flared Leg Mini Bracket

BRI Corrosion resistant steel, 1/2" slot with SS Bolt and Washer

12.7 1/2 Straight | 50/box

REGULAR SINGLE BOLT BRACKET

Part No. Material n:?:t Widlt: Leg Type gic:;?t;’
et Corrogitc:iiggstiétea?wts gt]gtla? ?;;'?zlec:t only. 1) 3/4 Straight | 50/box
BSMB19RSBW Straight L‘f?;ggfﬁfggeggﬁggjWafﬁésrta”t steel, 19 | 3/4 | Staight | 50/box
ERN BRI Corros'?g?wrféjs'i_setgnstigt%zll ,B1r/32(ikselz>t only. = S Straight | 50/box
BSMB19RFBW Flared Leg Single Bracket Corrosion resistant steel, 19 3/4 Straight | 50/box

1/2" slot with SS Bolt and Washer

TWO BOLT BRACKET

. Slot Width Package
Part No. Material o in | LI TYPe | o antity

Straight Leg Two Bracket

S L Corrosion resistant steel, 1/2" slot only.

19 3/4 Straight | 50/box

Straight Leg Two Bracket Corrosion resistant steel,

SR 1/2" slot with SSBolt and Washer

19 3/4 Straight | 50/box

WALMOUNT BRACKET

) Slot Width Package
Part No. Material o in | LI TYPe | o antity

Wallmount Two Slot

BSWMBORS2S Corrosion resistant steel, 9mm slot only. & 3/8 Straight | 25/box

Wallmount Two Slot

SR B Corrosion resistant steel, 9mm slot with SS Bolt and Washer

9 3/8 Straight | 25/box
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Tools | —— ——] . .

AT4679 Cable Tie Automatic Gun

Controlled tension & fully adjustable to achieve desired tension.

Hand operated tool with installer controlled tension and automatically cut-off the tail end on
attaining the set tension.

High quality construction for long service life.

Easy to install automatic gun, with single hand operation.

Cable tie side entry for immediate positioning of tie & tool.

For use with all Uncoated or Coated stainless steel ties up to 12.7mm Width.

RT2S4679 Cable Tensioning Plier

High strength construction for long life.

Manual Tensioning Plier, 2 stage, Heavy duty.

Cable ties side entry for immediate positioning of tie & tool.
Easy removal of excess tie length. Lever actuated cut-off.
Easy to operate.

Plier type tool provides mechanical advantage.

For use with all Roller Ball Ties.

BT6919 Band and Buckle Crimping Tool

Band and Buckle Crimping tool features a spring-loaded gripper lever for more efficient
strap handling.

Cut-off handle is vinyl coated for easier operation.

Coating finish provides superior corrosion resistance and enhances life.

Finish: Standard Blue Coating.

OTHER TOOLS AVAILABLE :

BT0620 (Bantam Tool)
is a compact, light weight, ratchet action tool with built in cutter

Can be used with BSCO Coated and Uncoated Straps(Bands) upto 19mm(3/4") width.
Zinc plated for corrosion resistance.
3 way handle adjusts for one or two-handed tensioning.

AT2248 Cable Tensioning Tool

Automatic Cable Tie Tensioner and cutter, for ties from 2.2mm to 4.8mm wide.
This tool is very durable due to its quality construction and metal body.
Suitable for continuous use.
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Fire Cable Clips And Saddles Bl U]

Features :

Cable clips and saddles are designed to complement both
Mineral insulated and Fire resistant cables, securing them to
arange of surfaces.

BSCO fire clips and saddles are manufactured from edge

copper chamfered strip and are dip coated with LSOH/LSZH
compound to ensure soft edges in order to protect the .
cable. »

Note: Plastic clips should not be used as main support for
Fire protection cables in any instance.

Technical Information

Material : Copper

Finish : LSOH/LSZH Dip Coated

Coating Thickness : 80 to 130 Microns.

Cable Size Bare Clip Covered Clip Bare Saddle Covered Saddle

211 BC20 LSFC26 BS202 LSFS272
2L1.5 BC22 LSFC28 BS222 LSFS302
2L2.5 BC26 LSFC32 BS272 LSFS342
2L4 BC30 LSFC37 BS302 LSFS382
3L1 BC22 LSFC28 BS242 LSFS302
3L1.5 BC24 LSFC30 BS272 LSFS342
3L2.5 BC28 LSFC34 BS302 LSFS342
411 BC24 LSFC30 BS272 LSFS342
4L1.5 BC28 LSFC34 BS302 LSFS342
42.5 BC32 LSFC37 BS342 LSFS422
7L1 BC30 LSFC37 BS302 LSFS382
7L1.5 BC32 LSFC40 BS342 LSFS422
7L2.5 BC37 LSFC43 BS382 LSFS462
1H10 BC28 LSFC34 BS302 LSFS342
1H16 BC32 LSFC37 BS342 LSFS422
2H1.5 BC30 LSFC37 BS342 LSFS382
2H2.5 BC34 LSFC40 BS342 LSFS422
3H1.5 BC32 LSFC37 BS342 LSFS422

Packed in packs of 100 pieces and available in Red, White, Black, Orange and or Bare copper.
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Total Protection in Every Connection




f LIGHTNING / ELECTRICAL
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Since 1982

SPEEDWELL TECHNOLOGIES PVT. LTD.

Plot No G/1343, Road No 1-F,
Lodhika G.1.D.C., Metoda (Rajkot) - 360 021.

T : +912827 287581 / 82
E : info@speedwellindia.com
W : www.speedwellindia.com

BSCo




